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®Sheenly is an LED lighting company
dedicated to the research and development

INDUSTRIAL LIGHTING

of sustainable lighting products and Ao SR o B S
i X § NOVA Tow-200W,

solutions. We make only the high quality Lotus i 40W-260W, Up to 150 ImW, 5 years quarantee ..

LED products whilst offering ODM services LOTUS I HIGH TEMPERATURE ....... For65°C Amb, high temperature highbay

to some of the World's top lighting brands. ELEMENT . Upto 145mmw
ELEMENT HIGH EFFICIENCY . Up to 160mAY
RUBIK 40W-260W, Up to 150 ImW, 5 years quarante ...
RUBIKEVO .. . 40W-260W, Up to 150 Im/W, 5 years guarantes.
TRANSFORMERS ........ 2 modular of 120W; 4 modular of 2300
X .. . Upto 120m/W linearhightay .
CLOUDIA Up to130/160mwat ...

«Since 2009, Sheenly has sold lighting CLOUDIA MINI in-1 Power & COT Tunable switch

OPTIONAL ACCESSORIES

products to more than 30 countries TRIPO MINI o 20

worldwide. Focusing on quality and TRIPO ARK. -

service, we are dedicated to building and TRIPO .. . IP65 Weather-proo Light

maintaining long term relationships with TRIPO PRO .. 175 Linkabie Weather-proof Light ...

our customers. AMTUBE ... tant, 47
TRIPO ROUND Up to 135/, PC Housing
buo . Up o 110/130mW
TRIPO BOX . Up o 120 Inwat ..

u OFFICE LIGHTING

RONDO 55
* The management team of Sheenly Lighting QUADRO mechanism 57
are experts when it comes to LED. Our ‘QUADRO REFIT .. Up 10125 Imw,UGR<19 . 59
team has worked in the LED industry for BEAM Efficiency up to 61
many years as wel as Fortune 500 BRICK Ficeney e o 63
. . ESSENCE Up to 120m
companies. With these professional talents " 65
X ‘ ECO Up to 120-1381m/MW, 50,000 s ife span
and our passion, Sheenly is eager to be the PRO U0 1551801, 50,000 s e
name associated with world famous TIDAL Up to 135/4501m/W, Screwless
sustainable lighting. We respect personality GRINNA G3 Up to 135/150ImW, Screwless
and encourage innovation at all times. GALAXY .. -+ Up to 160mA, Low Glare -
PRO IP65 Waterproot 79
EPOCH Il ESSENCE Up t0 135 I 81
EPOCH Il PRO Up t0.130-190 ImW
© The founder of Sheenly Lighting, Mr. Jeff Bi, PANEL CTA ... Color

Up/down Light 87

graduated from the University of Oxford in
the United Kingdom. Here he earned his
masters  degree in  Optoelectronic
engineering under professor Edward Peter ;
Raynes (inventor of LCD). Jeff has RONDO RR

D680 & D780 89

Diameter 580mm Round panel

Panel Light 93

Diameter 380mm Round panel

. Recessed Fiat Dowrlignt -
extensive previous experiences in various R25/R4/RE/RE/R30 .. Recessed Flat Downlgh ..
comparnies including an American Fortune DOWNLIGHT o et boniont

cLA High fficiency up to 120miv .

500 company.

JADE gt

JADE SQUARE ... Ugnt 107

JADEI.. Transperent Ceiing Light

XUINE I UGR1S P Linear Light 111 .
WEGA Unoartint 113 SHEENL 02




RIGHT
CHOICE

® High Quality: Sheenly targets to be a 100 years company, so
we don't produce poor quality products and that's why we
have very good reputation in the industry.

® Competitive Cost: Decent price due to massive production
scale. Cost includes the product unit price, payment terms,
ordering cost, maintenance costs, and other more qualitative
costs.

® Speedy Delivery: Material in stock to ensure fast delivery on
time, and be honest to give customers warning if we can't.

® Excellent Capability: 40,000 sqm SELF-OWNED modern
factory, ODM for lots of world famous lighting brands.

e Good Service: 24*7 Timely response and at your service
anytime.  After-Sales Service Centers in Europe and North
America.

* Relentless Innovation: Strong R&D team leaded by Oxford
opto-electronic master with unique technology background,
pioneer in the industry.

e Easy Communication: Good communication might not
necessarily confirm a successful business, but poor
communication can almost guarantee a failed relationship.

* Flexible Customization: Customer orientation, the success of
Sheenly depends on our ability to create value for the
customers. The needs, requests and expectations of
customers guide Sheenly.

® Risk Free: Already approved by so many big customers and
projects, 5 Million USD global product liability insurance to get
you covered.

® Strong Finance: Heavy investment by consortium, make sure
we stand stably and grow sustainably for another 90 years.
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ABOUT US MANAGEMENT

® Sheenly Lighting Co. Ltd is an industrial leading LED lighting company specializes in manufacturing of innovative LED lighting
solutions that improve lighting quality, energy efficiency and enhance environmental sustainability. Since 2009, Sheenly has

produced different types of innovative LED lighting products which have shaped the today’s industry and created remarkable >> >> >>

reputation in the global market. All of our products are CE, RoHS compliant and predicted to be UL, and PSE certified.

Mr. Jeff Bi

General Manager

The team leader, Mr. Jeff Bi,
attended Oxford University, UK,
where he eaned a Master's
degree in Optoelectronic
Engineering.

His years at Oxford were followed by

Mr. Jason Chen
Head of Sales & Marketing

Jason specializes in exploring and
maintaining the relationships with
large enterprise and  Sheenly
worldwide partners. He has a good

command of making the sales

Mr. Jack Pan
R&D Manager

Jack is responsible for the R&D of
products at every stage. He provides
technical leadership and direction,
ensures high quality technical

support to R&D/Business units and

several years with an American strategy and appropriate marketing where required..
Fortune 500 company as technical

3 5 activities.
leader for various projects.

» » » »

Yong Shi Yuanwu Liao Binglian Gui Juhua Chen

Production and Manufacturing
Manager

OUR MISSION

* In response to global warming and energy crisis, Sheenly is dedicated to producing eco-friendly, techno-aesthetic, innovative and
top quality products to the worldwide industrial, commercial and office markets. As an industrial leader, Sheenly has the responsibility
to deliver the best value to our customers and their clients consistently. This commitment directs us to continuously improve our

products and process to meet today’s urgent needs for energy efficient, quality and eco-friendly lighting solutions.
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CERTIFICATE
TESTIMONIAL . y
AWARD B JE =
PATENT

« Certificate

Sheenly LED panel ight  gheenly won “Eco Design Award" and “My Favorite  Sheenly won “Lotus - Sheenly as an authorized
CERTIFICATE . .
L4 won the “excellent Lighting Products Award"of 2013 Hongkong LED Bay Light Award OEM partner of Tridonic
H Product” over 70,000 International Lighting Fair, and “My Favorite Lighting
& products from 1600 Products Award" of 2015
suppliers in the product Hongkong International
) S L competition of 2012 Lighting Fair.

Guangzhou Interational
Lighting Exhibition

Qidong Sheenly Lighting Co., Lid.
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Sheenly won “Excellent Project” and “Excellent Product” Sheenly LED Bay Light & LED Panel Light was certificated as
in the Alighting Award of 2014 Guangzhou Shanghai New and High Technology
International Lighting Exhibition. Transformation Achievements
« Patent

=)
e E &
selieca KT HES
« Testimonial ik ,"P Ty
S AL RS m
Bayer Matriascience (..g [ SHBUKR, i 4T AR

B — R . A
T PATENT NUMBER PATENT NUMBER PATENT NUMBER
201320877053.2 201420029711.7 201520939425.9

¢

EMEROHE EMEROHES

e Y

UGR19 LED panel light practical Design patent in china ~ PATENT NUMBER PATENT NUMBER PATENT NUMBER
since2014 201320879712.8 201320879410.9 201520939439.0
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SHEENLY
MILESTONE

Company established

Sheenly factory area
increased to 9,000m ,
the manufacturing
capability was
improved to
80,000pcs panel per
month.

Sheenly LED panel
light won the
"Excellent Product
Award" of 2012
Guangzhou
International Lighting

Sheenly got Design
patent for UGR19 side
lighting LED panel
light.

Sheenly won
"Excellent Product"
and "Excellent Project"
of 2014 Guangzhou
International Lighting
Exhibition.

Sheenly won “Gold
Award” of Innovative
Product in Shanghai
Light Industry

The phase 1 of new
manufacturing plant in
Qidong, with
construction area of
25,000m was
completed. The
manufacturing
capability is doubled
and core competitive
advantage is further
strengthened, meaning
the company has
stepped into a new era.

Sheenly introduced the
new generation
back-lit Troffer light
X-panel, which is
perfect supplement
with current side-lit

The company's 10th
anniversary.

Factory area increased to
40,000 i, Released new
Element Highbay and

2022

in October 2009. Exhibition. Association. panel. Triproof Light.
° ° ° °
H 2010 i 2013 i 2015 2017 H
£ £\ £\ £
7 7 7 7

2009

2012
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Sheenly launched high
efficient 85m/W LED
Panel Light with ultra
slim design and was a
pioneer in energy
efficient lighting all over
the world.

Sheenly became one
of the members of
Bayer ECB (Eco
Commercial Building)
plan.

Sheenly has got ISO
9001 international
quality authentication.

2014

Sheenly introduced
LED Up/Down Panel
and won "Eco Design
Award" and "My
Favorite Lighting
Products Award" in the
2013 Hong Kong
International Lighting
Fair.

Sheenly announced
the new generation
industrial lighting
product Lotus
Highbay.

0

0

2019

o........

o FETTELTERFTTETEY

Sheenly LED Bay light
Lotus developed to
the most common
product in industrial
lighting and won "My
Favorite Lighting
Products” in
Architectural/Commer
cial Lighting of Hong
Kong Lighting Fair.

Sheenly successfully
announced a new
generation of LED
ceiling light,
transparent Jade.

2017 a new start - Sheenly
relocated the production plant to
Qidong New factory and moved
to the new Headquarters.

In 2022, Sheenly launched nine
new products, the most in our
history.

SHEENLY ™ 10



GLOBAL
PRESENCE

Guangzhou
International
Lighting Fair o

(China)

2011

Hong kong E

International Q International Q

Lighting Fair Lighting Fair
(China) (Hong kong )

=

Guangzhou
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Guangzhou
International
Lighting Fair

(China)

Hong kong
International o
Lighting Fair

Hong kong

2014

2013

Guangzhou Guangzhou
O International
Lighting Fair

International Q
Lighting Fair
(China) (China)

A2l

International
9 Lighting Fair
(Hong Kong) + (Hong kong)

Hong kong

International
° Lighting Fair

(Hong kong )

Lighting Fair
(USA)

Guangzhou
International
Lighting Fair
(China)

Hong kong

International
Lighting Fair
(Hong Kong)

Strategies in Light
(USA)

Light + Building
(Germany)

Guangzhou
International
Lighting Fair
(China)

1

R gt
¥ O
Hong kong
International
Lighting Fair
(Hong Kong)

Strategies in Light

(USA]

Hong kong

International
Lighting Fair
(Hong Kong;

B ¥}
Lighting Fair
(USA)

2017

Guangzhou
International
Lighting Fair
(China)

Lighting
(Australia)

Hong kong

International
Lighting Fair
(Hong Kong)

Strategies in
Light Europe
(UK)

)
e
4

O Lightfair
1 International 2018
: (USA)

Hong kong
International
? Lighting Fair
(Hong Kong)
—

Light + Building
(Germany)

2019

Strategies in Light

1 Guangzhou
: International

Lighting Fair
i (China)

+ Hong kong

© International
Lighting Fair
(Hong Kong)
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INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

AlO

AlO, a remarkable evolution from the world of indistinguishable UFO highbays.
By utilizing the latest aluminum die cast and optical lense techniques, AIO
unlocks a long time industrial puzzle for simultaneously achieving --- High Lumen
Output, High Lumen Efficiency, High light uniformity and Low Glare. Hence, it is
named as All-In-One.

| Application: shed plant, op, warehouse, logistics center, exhibition hall, stadium, shipbuilding,
et mining, highway toll stations, gas stations,supermarkets, farmers market. -

-

Features
1. Up to Luminaire efficiency 160-170Im/w; Led Module efficiency 200Im/w
2. Glare Free, UGR<19*
Power  80W/100W/130W/160W Input Voltage  100-240 V/AC 3. Built in integrated sensor (optional)
Light Efficiency 170 Im/Watt, 200 Im/Watt Net Weight ~ 2.50kg 4. Dial switch setting powers optional, 4 adjustable powers via a dial switch
Color Rendering Index >80 IP 1P65 5. Dust proof, Water proof, smooth backside, easy for cleaning
Power Factor ~ >0.95 1K 1K09 ? ﬁfﬁpﬁllcauon for food processing area
Rated Life 50,000 Hours Installation ~ Pendant/ Wall Mounted 8. 5 Years Guarantee
Beam Spread  60°/90°/120° Finishing Available  Black(As Standard)/ White/ Sliver
Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Day White 5000K/ Pure White 5700K Distribution Diagram
w - w
Dimension |- | 0
™ o 10 =
@ @ Y @
300
< o il o sy
NS \ o \ Wt
Beam Angle: 60° Beam Angle: 90° Beam Angle: 120°
Specifications
Part Number Power Color Lumens Beam Dimension(mm)
Power Dimension A [mm] Dimension B [mm] T —, B80OW/100W/ 13600 Im /17000 Im/
-BAY-160W-XW-, 130W/160W 3000K/ 20800 Im/ 25600 Im
80W-160W 10400 015.7" l122) 48" Power Adjustable p— Adiustable 2%
100W-200W [©400] ©15.7" [122] 4.8" (60°/90° LENS 0400122
5000K/
ﬁ 100W/120W/ J 16000im /19200Im/ are Optional)
SL-BAY-200W-XW-Al 150W/200W 24000 Im/32000 Im
C€ & Erp rows {2 2 IP65 1K09

13 SHEENLY" XW: WW 3000K/ NW 4000K/ DW 5000K /PW 5700K SHEENLY 14



INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

NOVA

Nova’s challenge is to offer applications which need only simple and
easy highbay lighting solutions with solid and measurable reliability
and quality. Within the limiting ambient conditions, Nova might be the
most price-competitive HB product with reliable quality in the market!

Applications: High shed plant, workshop, warehouse, logistics center, eﬂ'up on hall, stadium, sl Iding
mining, highway toll stations, gas slalion§§§upermarkets, farmers market.

Features
1. Good lumen output, stable efficiency and solid quality performance
2. 130Im/w, dissipation area per watt 18.3cm2 for 150w version,
3. light weight which saves the cost at transportation and storage
4. 170 Life Span: 50KH @ 25C ambient temperature ; 36KH @35C ambient temperature
Power  100W/150W/200W Input Voltage ~ 100-240 V/AC 5. Multi-lumen optional
Light Efficiency ~ 130 Im/Watt,160Im/Watt optional  Net Weight ~ 2.50kg 6. Sensor interface ready for plug and play smart upgrade
Color Rendering Index >80 IP P65 ; gl_ulup_le Op“lc_s Se|le|§m|)'no v
Power Factor  >0.95 IK K09 - Dimming optionat, Dall, ©-
Rated Life 50,000 Hours Installation  Pendant/ Wall Mounted Distribution Diagram
Beam Spread  60°/90°/120° Finishing Available  Black(As Standard)/ White/ Sliver | TR .= —=
Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Day White 5000K/ Pure White 5700K o Z .. 1 »
.- a0 | 200 .-
Dimension &0 30
K 80 ¥ 0 B
o e o o e
Beam Angle: 60° Beam Angle: 90° Beam Angle: 120°
Specifications
8
Part Number Power Color Lumens Beam  Dimension
SL-BAY-100W-XW-NV 100W 18000 Im 0260111
SL-BAY-150W-XW-NV 150W 19500 Im 0260°111
Power Dimension A [mm] Dimension B [mm] SL-BAY-200W-XW-NV 200W 5% ST 26000 Im o 03024111
100W [0260] 010.2" [1 1 1] 44" SL-BAY-100W-XW-NV-M 100/90/ 85/70W Selectable NW: 4000K 13000/11700/ 10400/9100 Im 0260°111
m . SL-BAY-150W-XW-NV-M 150/120/ 100/80W Selectable 19500/15600/ 13000/10400 Im 90° 0260°111
150w 02601 0102 (144 SL-BAY-200W-XW-NV-M 200/150/ 120/100W Selectable  PW:590%K " 56000/19500/ 16250/13650 Im o 0802°111
200w [0302) 011.8" [111]4.4” SL-BAY-100W-XW-NV-S 100/90/ 85/70W Selectable PW: 5700K 18000/11700/ 10400/9100 Im 0260111

E E SL-BAY-150W-XW-NV-§. 150/120/ 100/80W Selectable 19500/15600/ 13000/10400 Im 0260111
C E rp RoHS IP 65 |K09 SL-BAY-200W-XW-NV-§. 200/150/ 120/100W Selectable 26000/19500/ 16250/13650 Im 0302111

V 300K/ NW 4000K/ DAY 5

15 SHEENLY SHEENLY” 16




INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

LOTUS II

The Lotus family is a true star among Sheenly’s highbay portfolio. Over the years it accounts for the highest sales
volume and the lowest failure rate, and win the highest recognitions from our customers. The latest generation
Lotus Il reserved all the advantages of Gen1, and pushes all the key parameters to the new high. The whole family
consists of Lotus mini, Lotus, Lotus Plus and Lotus HT, this large variety helps to cope with both easy and harsh
operating environment in high ceiling lighting applications.

Power  40W/ 60W/ 80W/ Input Voltage =~ 90-305V/AC
100W/ 160W/ 200W/ 230W/260W Net Weight  1.66-6.20Kg
Light Efficiency 130 Im/Watt, 150 Im/Watt IP 1P65
Color Rendering Index >80 1K 1K09
Power Factor  >0.95 Installation  Pendant/ Wall Mounted
Rated Life 50,000 Hours Finishing Available  Black(As Standard)/ White/ Sliver

Beam Spread  60°/90°/120°
Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Day White 5000K/ Pure White 5700K

Dimension

100W

40w-80W 160w 200W-260W

Power Dimension A [mm] Dimension B [mm] Dimension C [mm] Dimension D [mm]
40W-80W [0248] 09.8" [0107] 04.2" (88] 03.5" [149) 05.9"
100W [0360] 014.2" [0194] 07.6" [118] 04.6" [153] 06.0"
160W [0360] O14.2" [0194] 07.6" [130] ©5.1" [165] 06.5"
200W-260W [04085] 015.9" [0236] 09.3" [140] 05.5" [178] 07.0"

C€ & Erp rows {2 [F IP65 K09

17 SHEENLY

INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

Features

Best heat dissipation & excellent lumen maintenance

Low operating temperature, makes it extremely versatile under different operating conditions
Easy Installation

5 Years Guarantee

Distribution Diagram

w5 5 05

W oT R e g aoe =
Power: 100W PW Power: 160W PW Power: 160W NW Power: 160W PW
Beam Angle: 120° Beam Angle: 60° Beam Angle: 90° Beam Angle: 120°

Specifications

Part Number Power Color Lumens Beam Dimension
SL-BAY-40W-XW-AN2 40W 3000K/4000K/5000K/5700K 5200 60°/90°/120° 0248158
SL-BAY-B0W-XW-AN2 eow 3000K/4000K/5000K/5700K 7800 60°/90°/120° 0248158
SL-BAY-80W-XW-AN2 80w 3000K/4000K/5000K/5700K 10400 60°/90°/120° 0248158
SL-BAY-100W-XW-AN2 100W 3000K/4000K/5000K/5700K 15000 60°/90°/120° 0360176
SL-BAY-160W-XW-AN2 160W 3000K/4000K/5000K/5700K 24000 60°/90°/120° 0360°176
SL-BAY-200W-XW-AN2 200W 3000K/4000K/5000K/5700K 30000 60°/90°/120° 0405176
SL-BAY-230W-XW-AN2 230W 3000K/4000K/5000K/5700K 34500 60°/90°/120° 0405176
SL-BAY-260W-XW-AN2 260W 3000K/4000K/5000K/5700K 39000 60°/90°/120° 0405176

XW: WW B000K/ NW 4000K/ DW 5000K /PW 5700K

SHEENLY " 18



INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

LOTUS II HIGH TEMP

The Lotus family is a true star among Sheenly’s highbay portfolio. Over the years it accounts
for the highest sales volume and the lowest failure rate, and win the highest recognitions from
our customers. The latest generation Lotus Il reserved all the advantages of Gen1, and pushes
all the key parameters to the new high. The whole family consists of Lotus mini, Lotus, Lotus
Plus and Lotus HT, this large variety helps to cope with both easy and harsh operating
environment in high ceiling lighting applications.

Features
Upto 130Im/watt
Power  100W/ 150W Input Voltage  90-305V/AC, 246-528V/AC gs;gs‘:ﬁ;zgompa"b'e @
Light Efficiency 130 Im/Watt Net Weight  6.10-7.35Kg Easy Installation
Color Rendering Index >80 IP 1P65 35,000 hours life time under operating temp. 65 C (Amb.); 50,000 hours life time under operating temp. 60 C (Amb.)
Power Factor  >0.95 1K 1K09 5 Years Guarantee
Rated Life 35,000 Hours@65C Installation  Pendant/ Wall Mounted Amb. operating temperature -10 C - +65 C, making it extremely versatile under different easy/hard
Beam Spread  120° Finishing Available  Black(As Standard)/ White/ Sliver operating conditions
Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Day White 5000K/ Pure White 5700K Distribution Diagram

05

Dimension (mm/inch)

e
Power: 100W NW
Beam Angle: 120°

¢ Specifications
Power Dimension A Dimension B Dimension C Dimension D Part Number Power Color Lumens Beam Dimension
100w 10360] 014.1" (0480) 018.9" [7613.0" (8011 SL-BAY-100W-XW-HT 100W 3000K/4000K/5000K/5700K 13000 90°/120° 036080
150W [0405] 015.9" [0520] 020.5" [76]3.0" 180j3.1" SL-BAY-150W-XW-HT 150W 3000K/4000K/5000K/5700K 20800 90°/120° 040580

XW: WW 3000K/ NW 4000K/ DW 5000K /PW 5700K

C€ Erp rows (= [F P65 IKO9
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INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

ELEMENT UFO

Element highbay is designed for general purpose high ceiling lighting
applications. The signature hexagonal appearance makes it easier to handle
during installation. Despite of a visually smaller diameter, it provides more than
enough surface area for heat management, and hence 145Im/w standard,
160im/w HE, low lumen depreciation and good reliability over a long life span.

Power  100W/ 150W/ 200W Input Voltage ~ 100-270V/AC

Light Efficiency 145 Im/Watt Net Weight = 2.0 - 3.2 Kg

Color Rendering Index >80 IP 1P65

Power Factor  >0.9 IK K09

Rated Life 50,000 Hours Installation  Pendent Mounted/ Wall Mounting/ Stem Mounted
Beam Spread  60°/ 90°/ 120° Finishing Available  Black(As Standard)/ White

Color Temperature  Warm White 3000K/ Natural White 4000K/ Day White 5000K/ Pure White 5700K

Dimension (mm/inch)

Power Dimension A Dimension B
100W/150W [0260] ©10.2" [137] ©5.4"
200W [0300] 011.8" [147] ©5.8"

C€ Erp RoHs @ :g IP65 IKO9
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INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

Features

Up to 145 Im/watt
Unique appearance, innovative heat sink design

Low operating temperature, makes it extremely versatile under different easy/hard operating conditions
Innovative reflector-mounting-mechanism for instant beam angle adjustment

Easy Installation

5 Years Guarantee

Distribution Diagram

\ o \ o \ 5 \ o
Power: 150W NW Power: 150W NW Power: 100W NW Power: 200W NW Power: 200W NW
Beam Angle: 60° Beam Angle: 90° Beam Angle: 90° Beam Angle: 60° Beam Angle: 90°

Specifications

Part Number Power Color Lumens Beam Dimension
SL-BAY-100W-XW-EN 100W 3000K/4000K/5000K/5700K 14500 60°/90°/120° 02607137
SL-BAY-150W-XW-EN 150W 3000K/4000K/5000K/5700K 21750 60°/90°/120° 02607137
SL-BAY-200W-XW-EN 200W 3000K/4000K/5000K/5700K 29000 60°/90°/120° 0300147

XW: WW 3000K/ NW 4000K/ DW 5000K /PW 5700K

SHEENLY ™ 22



INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

ELEMENT HIGH EFFICIENCY

Small size & light weight,Suitable for wholesale and distribution
channel,Lower shipping cost and warehouse cost.

Power  80W/ 120W/ 160W Input Voltage ~ 100-270V/AC

Light Efficiency 160 Im/Watt Net Weight 2.0 - 3.2Kg

Color Rendering Index >80 IP P65

Power Factor  >0.95 1K 1K09

Rated Life 50,000 Hours Installation ~ Pendent Mounted/ Wall Mounting/ Stem Mounted
Beam Spread  60°/ 90°/ 120° Finishing Available  Black(As Standard)/ White

Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Day White 5000K/ Pure White 5700K

Dimension (mm/inch)

@

8oW/120W

Power Dimension A Dimension B
80W/120W [0260] 010.2" [187) 05.4"
160W [0300] 011.8" [147) 05.8"

C€ Erp RoHs @ :g IP65 IKO9
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INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

Features

Up to 160 Im/watt
Unique appearance, innovative heat sink design

Low operating temperature, makes it extremely versatile under different easy/hard operating conditions
Innovative reflector-mounting-mechanism for instant beam angle adjustment

Easy Installation

5 Years Guarantee

Distribution Diagram

\ o \ ‘ \ T o
Power: 120W NW Power: 120W NW Power: 160W NW Power: 160W NW
Beam Angle: 60° Beam Angle: 90° Beam Angle: 60° Beam Angle: 90°

Specifications

Part Number Power Color Lumens Beam Dimension
SL-BAY-80W-XW-HE 80w 3000K/4000K/5000K/5700K 12800 60°/90°/120° 02607137
SL-BAY-120W-XW-HE 120W 3000K/4000K/5000K/5700K 19200 60°/90°/120° 0260137
SL-BAY-160W-XW-HE 160W 3000K/4000K/5000K/5700K 25600 60°/90°/120° 0300147

XW: WW 000K/ NW 4000K/ DW 5000K /PW 5700K
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INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

RUBIK

Rubik, new generation of high power modular lighting system. Thanks to the design, it
is extremely easy to assemble into various formations to target wide range of
applications. Hence, Rubik can be purchased in parts for stocking as well as fully
assembled luminaire.

M2 M3

Mo4 Mo6
Power  160W/ 240W/ 320W/ 480W Input Voltage ~ 100-277V/AC
Light Efficiency 190 Im/Watt Net Weight ~ 3-12.5 Kg
Color Rendering Index >80 IP 1P65
Power Factor  >0.95 1K 1K09
Rated Life 50,000 Hours Installation ~ Bracket Mounted/ Suspension Rope Mounted

Beam Spread  150°(60°/90° optional) / Suspension Chain Mounted
Finishing Available ~ White(As Standard)/ Black

Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Day White 5000K/ Pure White 5700K

Dimension (mm/inch)

CE PO

>

Power Dimension A Dimension B Dimension C
160W [500] 19.6" [553] 21.7" [104] 4.0"
240W [500] 19.6" [553] 21.7" [104] 4.0"
320W [500] 19.6" [910] 35.8" [104] 4.0
480W [500] 19.6" [910] 35.8" [104] 4.0

C€ Erp rows (= [F P65 IKO9
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INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

5=z ‘ | B :
Applications: Factory/ Warehouse/ Workshop/ Shop! Industrial Lighting

Features

1.Easy to assemble, offer in parts or in fully assembled luminaire

2.Ability to cope with rough environment, high humidity, high ambient temperature Ta max 70°C
3.Ultra long service life, L80> 100000 h (@Ta 50°C), L70> 100000h (@ Ta max 70°C)

4.Rich selection of lumen packages, 15000LM --- 90000LM or more

5.A wide range of modular combinations

6.Comprehensive optic selections

7.Rich list of versions, include standard on/off, Dali, D4i sensor, and special Fail-safe Dual System
8.Up to 190 Im/w lumen efficiency

Distribution Diagram

.

-3
L
ti e

namowbeam  widebeam  verywidebeam " assymmetric beam
Specifications
Part Number Power Color Lumens Beam Dimension

SL-BAY-160W-XW-M02 160W 3000K/4000K/5000K/5700K 30400 Im 150° (60°/90°) 553500104
SL-BAY-160W-XW-M02-D 160W 3000K/4000K/5000K/5700K 30400 Im 150° (60°/90°) 553500104
SL-BAY-240W-XW-M03 240W 3000K/4000K/5000K/5700K 45600 Im 150° (60°/90°) 553500104
SL-BAY-240W-XW-MO03-D 240W 3000K/4000K/5000K/5700K 45600 Im 150° (80°/90°) 553500104
SL-BAY-320W-XW-M04 320W 3000K/4000K/5000K/5700K 60800 Im 150° (60°/90°) 910500104
SL-BAY-480W-XW-M06 480W 3000K/4000K/5000K/5700K 91200 Im 150° (60°/90°) 9107500104

XW: WW B000K/ NW 4000K/ DW 5000K /PW 6700K SHEENLY ™ 26
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RUBIK EVO

New generation of high power modular lighting system. Thanks to the design, it is
extremely easy to assemble into various formations to target wide range of
applications. Hence, Rubik can be purchased in parts for stocking as well as fully
assembled luminaire.

LFo1

op/ Sho-p/ Ind

Applications: Fac ustrial Lightin

LF02 LFo4 BCR2 BCR3 BCR4 BCR6 tory/ Warehouse/ Worksh g

Power  80W/ 160W/ 240W/ 320W/ 480W Input Voltage ~ 100-277V/AC Features

Light Efficiency 190 Im/Watt Net Weight ~ 2.94-4.84Kg 1.Easy to assemble, offer in parts or in fully assembled luminaire

Color Rendering Index >80 IP 1P65 2.Ability to cope with rough environment, high humidity, high ambient temperature Ta max 70°C

Power Factor ~ >0.9 1K IKO9 i.g!lrsx Iorl\g s_ervicfeI life, L80>k1 0000?;108(695’\: 509%)0558\; 100000h (@ Ta max 70°C) @
= . ) .Rich selection of lumen packages, or more

RatedIEp 50,000 ﬂHouﬂrs - Installationl wall Mour?ted/ Su§pensl0n Rope Mounted 5.A wide range of modular combinations

Beam Spread  150°(60°/90° optional) / Suspension Chain Mounted 6.Comprehensive optic selections

Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Day White 5000K/ Pure White 5700K 7.Rich list of versions, include standard on/off, Dali, D4i sensor, and special Fail-safe Dual System

8.Up to 190 Im/w lumen efficiency

Dimension (mm/inch)

[ E——— e
N Specifications
CI]:l Cu%‘ Part Number Power Color Lumens Beam Dimension
- A SL-BAY-80W-XW-LFO1 80w 3000K/4000K/5000K/5700K 15200 Im 150° (80°/90°) 451*232*70
SL-BAY-80W-XW-LFO1-D 80w 3000K/4000K/5000K/5700K 15200 Im 150° (60°/90°) 451*232*70
SL-BAY-160W-XW-LF02 160W 3000K/4000K/5000K/5700K 30400 Im 150° (60°/90°) 829"232"70
SL-BAY-160W-XW-LF02-D 160W 3000K/4000K/5000K/5700K 30400 Im 150° (80°/90°) 829'232*70
Power Dimension A Dimension B Dimension C
o " o SL-BAY-320W-XW-LF04 320W 3000K/4000K/5000K/5700K 60800 Im 150° (60°/90°) 829'391*70
LFor sow 252191 " 14511 7'7” ol 2‘7” SL-BAY-160W-XW-BCR2 160W 3000K/4000K/5000K/5700K 30400 Im 150° (60°/90° 813160111
Lroz 160w 252191 " (629 32'6” (702 7” SL-BAY-160W-XW-BCR2-D  160W 3000K/4000K/5000K/5700K 30400 Im 150° (60°/90°) 813*160*111
Lros s2om [391]15'6:‘ (629 32;‘6 (roj2.7 - SL-BAY-240W-XW-BCR3 240W 3000K/4000K/5000K/5700K 45600 Im 150° (80°/90°) /
BoR2 160w [160/6.2 (613152 (104 4.0 SL-BAY-240W-XW-BCR3-D  240W 3000K/4000K/5000K/5700K 45600 Im 150° (80°/90°)
SL-BAY-320W-XW-BCR4 320W 3000K/4000K/5000K/5700K 60800 Im 150° (60°/90°) /
C € Erp RoHS @ E: IP 65 IK09 SL-BAY-480W-XW-BCR6 480W 3000K/4000K/5000K/5700K 91200 Im 150° (60°/90°) /

27 SHEENLY XW: WW 3000K/ NW 4000K/ DW 5000K /PW 5700K SHEENLY 28



INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

TRANSFORMERS

Transformers modular highbay light is the most sustainable highbay luminaires in
the Sheenly portfolio. It uses the market proven Epoxy Molding Compound
LEDs, heat isolation management, and convenient after sales serviceable and
upgradeable design. All in all, TF is a luminaire typically suitable for applications
of 24/7 non-stop operation, years after years, e.g. Train stations, airports,

exhibition centers, logistic centers, etc.
‘@

Power  120W/ 230W Input Voltage  100-277V/AC
Light Efficiency 130 Im/Watt Net Weight  6.10-7.35Kg
Color Rendering Index >80 IP 1P65

Power Factor ~ >0.95 IK K09

Rated Life 50,000 Hours Installation ~ Pendant Mounted

Beam Spread  50°/80°/30°*100°/60°*145°/145°*145° Finishing Available ~ White(As Standard)/ Black
Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Day White 5000K/ Pure White 5700K

Dimension (mm/inch)
8

B S,
A
120w
Power Dimension A Dimension B Dimension C
120W [330] 13.0" [318] 12.5" [74]2.9"
230W (330] 13.0" [612] 24.1" [74]2.9"

C€ Erp RoHs @ )g IP65 IKO9
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INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

Features

Muti-power & muti-lumen output
Operating temp. 50°C(Amb.), High temp. version operating temp. 65°C(Amb.)
Shock-proof gear, Adjustable angle of 12°-60°

Water-proof junction box & easy to replace the driver

Different Light Distribution, 50°/80°/30°*100°/60°*145°/145°*145°
120-230W, 7 years warranty for the module ,IP65

Q

Distribution Diagram

w - w w
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Beam Angle: 50° Beam Angle: 80° Beam Angle: 30°"100°  Beam Angle: 60°*145°  Beam Angle: 145°*145°

Specifications

Part Number Power Color Lumens Beam Dimension
SL-BAY-120W-XW-TF  120W  3000K/4000K/5000K/5700K 15000  50°/80°/30°*100°/60°*145°/145°145° 318*330"74
SL-BAY-230W-XW-TF 230W  3000K/4000K/5000K/5700K 30000  50°/80°/30°*100°/60°"145°/145°145° 612*330*74

XW: WW B000K/ NW 4000K/ DW 5000K /PW 5700K
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INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

LUX

Lux is an elegantly looking linear bay light fixture. A clever structural design by
combining 3 extruded aluminum profiles in the way of jigsaw to form 3 isolated
chambers, that renders excellent heat management, efficient space utilization, cost
efficient, and high structural strength. Lux has a wide range of optic options to tackle
lighting needs for open space, isles, ultra high ceiling, in-between racks and more.

< -
T

Power  80W/ 100W/120W/ T00W/ 150W/ 200W Input Voltage ~ 100-277V/AC

Light Efficiency 120 Im/W Net Weight 2.2 -3.0 Kg

Color Rendering Index >80 IP  IP40

Power Factor  >0.9 Installation  Suspension/ Wall Mounting
Rated Life 50,000 Hours Finishing Available  Sliver

Beam Spread  120°
Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Day White 5000K/ Pure White 5700K

Dimension (mm/inch)

==
fe——— A
Power Dimension A Dimension B Dimension C Dimension D
80W (lowbay) [560] 22.0" [270] 10.6" [65]2.5" [46.5] 1.8"
100W (lowbay) [660] 22.0" [270] 10.6" [65]2.5" [46.5] 1.8"
120W (lowbay) [620] 24.4"" [270] 10.6" [65]2.5" [46.5]1.8"
100W (highbay) [560] 22.0" [270] 10.6" [65]2.5" [46.5] 1.8"
150W (highbay) [620] 24.4" [270] 10.6" [65]2.5" [46.5] 1.8"
200W (highbay) [700] 27.6" [270] 10.6" [65]2.5" [46.5]1.8"
C€ Erp rois (o= X IP40
L
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INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

Features

Up to 120 Im/watt
Modern, stylish, excellent surface treatment

Super-fast installation, suspended or surface mounted

Low operating temperature, makes it extremely versatile under different easy/hard operating conditions
Light weight

5 Years Guarantee

Specifications

Part Number Power Color Lumens Beam Dimension
SL-BAY-80W-XW-LN 80W 3000K/4000K/5000K/5700K 10000 120° 560*270*65
SL-BAY-100W-XW-LN 100w 3000K/4000K/5000K/5700K 12000 120° 560270"65
SL-BAY-120W-XW-LN 120W 3000K/4000K/5000K/5700K 14500 120° 620727065
SL-BAY-100W-XW-LN-H 100W 3000K/4000K/5000K/5700K 12000 120° 56027065
SL-BAY-150W-XW-LN-H 150W 3000K/4000K/5000K/5700K 16500 120° 620*270"65
SL-BAY-200W-XW-LN-H 200W 3000K/4000K/5000K/5700K 24000 120° 700270765

XW: WW 3000K/ NW 4000K/ DW 5000K /PW 5700K
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INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

CLOUDIA

The Cloudia Series is designed thru the concept of '‘Modern Technology In The
Classic Look'. lIts aesthetically pleasant appearance makes it the most
harmonious luminaire which fits effortlessly into any kinds of architect style that
requires a higher lumen supply, e.g. shopping mall, canteen, church, halls, office
building, showrooms, etc.

Power  80W/ 120W Input Voltage ~ 90-305V/AC

Light Efficiency 130 Im/W/ 160Im/W Net Weight ~ 2.50Kg

Color Rendering Index >80 IP 1P65

Power Factor  >0.95 1K 1K08

Rated Life 50,000 Hours Installation ~ Pendant/ Stem Mounted

Beam Spread  90° Finishing Available  White/ Black/ Sliver(Optional)
Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Day White 5000K/ Pure White 5700K

Dimension (mm/inch)

N

B

=\

Power Dimension A Dimension B

80W/120W [289] 11.4" [0401] 015.8"

C€ Erp rows {2 [ IP65 IKOB
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INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

Features

Pro version 160Im/W General version 130Im/W
Heat sink with PC reflector, unique appearance

Low operating temperature, makes it extremely versatile under different easy/hard operating conditions

PC reflector design/Anti-glare
Easy Installation
5 Years Guarantee

Distribution Diagram

05— r s w05

s v i e e
Efficiency: 130 Im/W Efficiency: 130 Im/W Efficiency: 160 Im/W Efficiency: 160 Im/W
Power: 80W NW Power: 120W NW Power: 80W NW Power: 120W NW
Beam Angle: 90° Beam Angle: 90° Beam Angle: 90° Beam Angle: 90°
Specifications
Part Number Power Color Lumens Beam
SL-BAY-80W-XW-CN 80w 3000K/4000K/5000K/5700K 10400 90°
SL-BAY-120W-XW-CN 120W 3000K/4000K/5000K/5700K 15600 90°
SL-BAY-80W-XW-HC 80w 3000K/4000K/5000K/5700K 12800 90°
SL-BAY-120W-XW-HC 120W 3000K/4000K/5000K/5700K 19200 90°

XW: WW 000K/ NW 4000K/ DW 5000K /PW 5700K

Dimension
0410289
04107289
04107289
0410289
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INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

CLOUDIA MINI

The Cloudia mini Series is designed with aesthetically pleasant appearance, versatile
function with multi-lumen, multi-CCT and excellent glare control, which makes it the
most harmonious luminaire for different request of lumen output and lighting
environment. Widely used to supermarket, shopping mall, office building, showrooms,
car dealer shops, retailing shops,etc.

Power ~ 60W/32W/25W Tunable Input Voltage =~ 220-240 V/AC

Light Efficiency 130 Im/W Net Weight ~ 2.50Kg

Color Rendering Index >80 IP 1P40

Power Factor ~ >0.95 IK  IK05

Rated Life 50,000 Hours Installation  Pendant Mounted

Beam Spread  75° Finishing Available ~ White/ Black/ Sliver(Optional)

Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Day Whi te 5000K Tunable

Dimension (mm/inch)

fii, |

B

Power Dimension A Dimension B

60w/32w/25w Tunable [272] 10.7" [0310] 012.2"

C€ Erp RoHs {t :E IP40 IKO5
35 SHEENLY

INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

Features

1. 3-in-1 Power & CCT Tunable switch provides versatility for different request of lumen output and lighting
environment.

2. Optically refined Polycarbonate reflector, excellent glare control UGR19, brings Eyes comfort.

3. Enhance local area lighting effects.
4. Ingenious hidden heat dissipation channel for ensuring a stable and long service life of the LEDs.
5. Aluminum housing is designed with soft curve outlines for minimal dust accumulation
6. Efficiency 130Im/w and optionally 160Im/w
7. Compatible but not limited to the following
--Track mount
--Dali, 0-10V
--Emergency Gear
--Sensor and other smart gear
Distribution Diagram
s

ar

Specifications

Part Number Power Color Lumens Beam Dimension
A RO 60W/32w/25W 7800/4150/3250Im .
SL-BAY-60W-XW-CM s 3000/4000/5000K B 75 0310xH272
SL-BAY-B0W-XW-CT  BOWS2W/25W  5540/4000/5000K Tunable  7800/4190/3250m 752 10472
Tunable Tunable
XW: WW 3000K/ NW 4000K/ DW 5000K /PW 5700K SHEENLY ' 36



INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

0 PTI 0 NAL ACC ESSO R I ES ’ 60° Beam Aluminum Reflector ’ 60° Beam PC Reflector

ot

e [ED Bay Light - Lotus adopts qualified super bright LED as light source, which ‘ all

is stable, long life and no UV & IR emission. The special designed housing is N~— —_
stylish and fashionable with excellent heat management. \ ( " L )
X ] ‘i i

o Integrated with Meanwell latest HBG series driver, which is safety, energy
saving and long life. The whole structure well ensures IP65 waterproof and 7

Prismatic Lens IP68 Connector extends cable length
years guarantee.
® | otus Highbay is a direct replacement for MH, HID and HPS. Lotus provides
additional benefits of energy savings and significantly reduced maintenance
costs.
Suspension Chain Wall mounting fixture
l B Microwave motion Sensor Plug-and-Play motion Sensor
Y Soecn
i -_—
& =
Remote Controller Emergency power pack
il mr”w i %
=N

IP65 junction box Surge protecter 1500W 10KV

v &
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INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

TRIPO MINI

Tripo mini Triproof lamp is a basic functional tri-proof luminaire, which
meets the needs of IP65 waterproof, IK09 Impact against, fast
installation and multi-lumen output, especially for price-driven market.

Independent Version

Linkable Version

Power  20W/ 40W/ 50W Input Voltage ~ 220-240V/AC

Light Efficiency 120 Im/Watt Net Weight  0.41-0.78Kg

Color Rendering Index >80 IP IP65

Power Factor  >0.9 1K 1K08

Rated Life 30,000 Hours Installation ~ Surface Mounted/ Pendant Mounted(optional)

Beam Spread  120°
Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Pure White 5700K

Dimension (mm/inch)

(] [1:
. 1

,_
o
xl

A ke
Power Dimension A Dimension B Dimension C
20W [580] 22.8"  [600] 23.6" [51]2.0" 65]2.6"
40W [1180] 46.4"  [1200] 47.2" [61]2.0" [65]2.6"
50W [1480] 58.2"  [1500] 59.1" [61]2.0" [65]2.6"

C€ Erp rows {2 [ IP65 1KO8
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s - .
Applications: Parking lot/ Warehouse/ Tunnel/ Basement/ Industrial Lighting/ Semi-ot

Features

Water proof, dust proof, corrosion proof
Easy installation, suspended or surface mounted
Low operating temperature, makes it extremely versatile under different operating conditions

Up to 120 Im/Watt
3 Years Guarantee

Distribution Diagram

Power: 40W NW
Beam Angle: 120°

Specifications

Part Number Power Color Lumens Beam
SL-TRL-20W-XW-EN 20W 3000K/4000K/5700K 2400 120°
SL-TRL-40W-XW-EN 40w 3000K/4000K/5700K 4800 120°
SL-TRL-50W-XW-EN 50w 3000K/4000K/5700K 6000 120°
SL-TRL-20W-XW-EN-LK 20W 3000K/4000K/5700K 2400 120°
SL-TRL-40W-XW-EN-LK 40W 3000K/4000K/5700K 4800 120°
SL-TRL-50W-XW-EN-LK 50w 3000K/4000K/5700K 6000 120°

XW: WW B000K/ NW 4000K/ PW 5700K

Dimension(mm)
580"65"51
1180"65*51
1480"65*51
60076551
1200°65*51
1500"65*51

SHEENLY ™ 40



INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

TRIPO ARK

A Triproof luminaire that has interconnectable thru wiring, easy
installation, different ECGs, Sensors, emergency kit compatible,
reliable and most importantly GOOD PRICE.

/

Independent Version

"
/

////
/ /
;./ Linkable Version g
Ds % g

Power  20W/ 40W/ 50W Input Voltage ~ 220-240V/AC

Light Efficiency ~ 130 Im/Watt Net Weight ~ 0.41-0.78Kg

Color Rendering Index >80 IP  1P65

Power Factor  >0.9 IK K09

Rated Life 30,000 Hours Installation ~ Surface Mounted/ Pendant Mounted(optional)

Beam Spread  120°
Color Temperature  Warm White 3000K/ Natural White 4000K/ Pure White 5700K

Dimension (mm/inch)

i
e

@ O

i
Jid
‘@

A

Power Dimension A Dimension B Dimension C
20W (585] 23.0" / [610] 24.0" [70)2.7" [60] 2.4"
40w [1185) 46.6"/ [1210] 47.6" [70)2.7" [60] 2.4"
50W [1485] 68.5'"/[1510] 59.4" [r0]2.7" [60] 2.4"

C€ Erp rows (= [F P65 IKO9
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INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

Applications: Parking lot/ Warehouse/ Tunnel/ Basement/ Industrial Lighting/ Semi-outdoor Lighting

Features

Perfectly compatibility with various standardized ECG, Emergency gear, and Occupancy sensors in the market
This is the best valued waterproof luminaires designed for a lumen package between 2200Im -6000Im

True 30KH lifespan, and optional 50KH lifespan

Using Electric Field Induced hot-melt technology to stop water intrusion, genuine IP65.

Tool-lee fast installation & connection

Conventional, interconnectable thru wiring, multi-lumen, multi-CCT are ready for selections

Distribution Diagram

_—
Power: 40W NW
Beam Angle: 120°

Specifications

Part Number Power Color Lumens Beam Dimension
SL-TRL-20W-XW-AK 20w 3000K/4000K/5000K/5700K 2600 120° 585"60"70
SL-TRL-40W-XW-AK 40w 3000K/4000K/5000K/5700K 5200 120° 1185"60*70
SL-TRL-50W-XW-AK 50W 3000K/4000K/5000K/5700K 6500 120° 1485"60*70
SL-TRL-20W-XW-AK-LK 20W 3000K/4000K/5000K/5700K 2600 120° 6106070
SL-TRL-40W-XW-AK-LK 40w 3000K/4000K/5000K/5700K 5200 120° 1210"60*70
SL-TRL-50W-XW-AK-LK 50w 3000K/4000K/5000K/5700K 6500 120° 1510"60*70

XW: WW B000K/ NW 4000K/ PW 5700K
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INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

TRIPO

Tripo is a IP65 Triproof lamp that has optimum balance for Performance,
Functionality and Price. It is Powerful, Light Efficient, Versatile, and
Endurable, and has solid reliability towards applications that are Wet, Hot,
Humid and Dirty Corrosive, e.g. Meat Processing, underground tunnel, car
parks, chemical labs, etc.

Independent Version

\/\3 — Linkable Version

Power  40W/ 50W Input Voltage ~ 220-240V/AC

Light Efficiency 130 Im/Watt Net Weight ~ 1.35-1.65Kg

Color Rendering Index >80 IP 1P65

Power Factor  >0.95 1K 1K09

Rated Life 50,000 Hours Installation ~ Wall Mounting/ Suspension(optional)

Beam Spread  120°
Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Daylight White 5000K/ Pure White 5700K

Dimension (mm/inch)

1 T
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Power Dimension A Dimension B Dimension C
40W [1230] 48.4" [1260] 49.6" [77)3.0" [66]2.6"
50W [1530] 60.2" [1560] 61.4" [7713.0" [66] 2.6"

C€ & Erp rows {2 [F IP65 K09
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INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

Applications: Parking lot/ Warehouse/ Tunnel/ Basement/ Industrial Lighting

Features

Up to 130 Im/watt

Modern, stylish, excellent surface treatment

Water proof, Dust proof, Corrosion proof

Super-fast installation, suspended or surfacemounted

Low operating temperature, makes it extremely versatile under different easy/hard operating conditions
Light weight

5 Years Guarantee

Distribution Diagram

1500

o o
Power: 40W NW
Beam Angle: 120°

Specifications

Part Number Power Color Lumens Beam Dimension
SL-TRL-40W-XW-A4 40w 3000K/4000K/5000K/5700K 5200 120° 12307766
SL-TRL-50W-XW-A5 50w 3000K/4000K/5000K/5700K 6500 120° 16807766
SL-TRL-40W-XW-A4-CN 40w 3000K/4000K/5000K/5700K 5200 120° 12607766
SL-TRL-50W-XW-A5-CN 50w 3000K/4000K/5000K/5700K 6500 120° 15607766

XW: WW 000K/ NW 4000K/ DW 5000K/ PW 5700K
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INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

TRIPO PRO

Tripo Pro Triproof lamp has a signature Lock&Lock type of endcap. The fully
openable end cap not only facilitate fast installation and interconnect ability, it
also offers the chance for after market ECG service upgrade or replacement.
Support of optic lenses for various light distribution enables it to target niche
market as well as general waterproof/damp proof required applications.

Power  40W/ 50W/ 60W
Light Efficiency 130 Im/Watt

Color Rendering Index
Power Factor  >0.9

Rated Life 50,000 Hours

Input Voltage ~ 220-240V/AC

Net Weight ~ 1.35 - 1.65Kg

>80 IP P65

IK K09

Installation ~ Surface Mounted/ Pendant Mounted(optional)

Beam Spread  30°/ 60°/ 90°/ 120°
Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Pure White 5700K

Dimension (mm/inch)

£

=

(e}

A gl

Power Dimension A Dimension B Dimension C
40W [1150] 45.3" [70]2.8" [75]3.0"
50W/60W [1450] 57.1" [70)2.8" [75)3.0"

C€ Erp RoHs @ )g IP65 IKO9
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INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

Features

Super-fast installation, suspended or surface mounted

Easy & tool-less connect and maintenance,detachable end-cap

Replaceable driver, upgradeable function(sensor, emergency, Dali)

5 Years Warranty

Lifetime up to 65,000h (L70B50), (LIMITED*DRIVER 50, 000h), L80B20 @50, 000h
Up to 130 Im/watt

Modern, stylish, excellent surface treatment

Water proof, Dust proof, Corrosion proof @
Low operating temperature, makes it extremely versatile under different

Distribution Diagram

T P o

e
Power: 60W NW
Beam Angle: 120°

h
Power: 50W NW
Beam Angle: 120°

/
Power: 40W NW
Beam Angle: 120°

Specifications
Part Number Power Color Lumens Beam
SL-TRL-40W-XW-A4-LK 40w '3000K/4000K/5700K 5200 30°/ 80°/ 90°/ 120°
SL-TRL-50W-XW-A4-LK 50w '3000K/4000K/5700K 6500 30°/ 80°/ 90°/ 120°
SL-TRL-B0W-XW-A4-LK 60w 3000K/4000K/5700K 7800 80°/ 60°/ 90°/ 120°

XW: WW B000K/ NW 4000K/ PW 5700K

Dimension
115070 *75
145070 75
145070 75
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INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

AMTUBE

Amtube Triproof luminaire is designed for long operating service in an Ammoniac
Environment. Its Ammonia resistant housing material protects the luminaire from
corrosion in alkaline environment, Risk-free of turning yellow and crack after
several months, and eventually lead to a complete malfunction. For Amtube, you
can now safely use it in applications such as: meat processing, cattle farm,
chicken shed, green farm, factory and labs of alkaline environment.

Power 20 - 40W/ 30 - 50W Input Voltage ~ 220-240 V/AC/ 100-277 VIAC
Light Efficiency 150 Im/Watt Net Weight ~ 1.35 - 1.65Kg

Color Rendering Index >80 IP IP69K

Power Factor  >0.9 IK  IKO8/ IK05

Rated Life 50,000 Hours Installation ~ Suspension/ Wall Mounting

Beam Spread  140°
Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Pure White 5700K

Dimension (mm/inch)

HE : ﬂ

L1

Power Dimension A Dimension B Dimension C
20-40W [1180] 46.4" [96]3.8" [86] 3.4"
30-50W [1480] 58.3" [96]3.8" [86] 3.4"

C€ Erp rows {2 [ IP69K KO8 IKOS5
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INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

Features

Up to 150 Im/watt
Modern, stylish, excellent surface treatment
Ammonia resistant, Corrosion resistant, Water proof, Dust proof

Super-fast installation, suspended or surface mounted

Low operating temperature, makes it extremely versatile under different easy/hard operating conditions
Power Switched, 20/40W Power Switched for 1.2m light, 30/50w Power Switched for 1.5m light.

Light weight

IP66

5 Years Guarantee

Distribution Diagram

o o
Power: 40W NW
Beam Angle: 140°

Specifications

Part Number Power Color Lumens Beam Dimension
SL-TRL-40W-XW-A4-T 20-40W 3000K/4000K/5000K/5700K 3000 - 6000 140° 1180086796
SL-TRL-50W-XW-A4-T 30-50W 3000K/4000K/5000K/5700K 4500 - 7500 140° 1480086796

XW: WW B000K/ NW 4000K/ PW 5700K
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INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

TRIPO ROUND

Tripo Round is a Triproof luminaire that has excellent light quality and a tubular
shape. This Triproof lamp gives the advantages of a larger and visually soft
illuminating surface, minimal dust accumulation, easy to wash and offers
maximum protection at accidental impact between the object (or human) and the
luminaire itself.

. ™™
6
J
Power 20 - 40W/ 30 - 50W Input Voltage ~ 220-240 V/AC/ 100-277 VIAC
Light Efficiency 135 Im/Watt Net Weight  1.35 - 1.65Kg
Color Rendering Index >80 IP IP65
Power Factor  >0.9 IK K08
Rated Life 50,000 Hours Installation ~ Suspension/ Wall Mounting

Beam Spread  140°
Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Pure White 5700K

Dimension (mm/inch)

gF 5
A

®

Power Dimension A Dimension B Dimension C
20-40W [1180] 46.4" [96]3.8" [86] 3.4"
30-50W [1480] 58.3" [96] 3.8" [86] 3.4"

C€ Erp rows {2 [ IP65 1KO8
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INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

Applications: Car Parks / Iﬁdustrial areas/ Offices/ Corridors/ supermarkets and shops/ bakeries/
Storage areas etc

Features

IP69K, IK10: due to its round shape, top of the range impact resistance, it is very reliable against vandalism and
heavy task applications.

Built-in Multi-lumen switch reduce the number of SKUs, it also helps to make light planningand installation easier
Low glare even illumination for good lighting area coverage

Tool free fast electrical connection

Customization: length, power, sensor, emergency, and DALI or other dimming ECGS are upon request

Distribution Diagram @
w ‘

Beam Angle: 140°

Specifications
Part Number Power Color Lumens Beam Dimension
SL-TRL-40W-XW-A4-TR 20-40W 3000K/4000K/5000K/5700K 2700 - 5400 140° 1180086796
SL-TRL-50W-XW-A5-TR 30-50W 3000K/4000K/5000K/5700K 4050 - 6750 140° 1480086796

XW: WW B000K/ NW 4000K/ PW 5700K
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INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

DUO

DUO high power weatherproof light is a lot more than just 1+1 triproof
luminaires. The drivers are designed in different chambers of the luminaires,
complete heat separation ensures a good life span. Its modern and good looking
appearance makes it so versatile for lighting applications, regardless whether it
is commercial, public area, industrial, clean room, indoor, or semi-outdoor.

>
<

Power  80W/ 100W Input Voltage = 220-240V/AC

Light Efficiency 110 Im/W/, 130lm/W Net Weight  0.82-1.10kg

Color Rendering Index >80 IP 1P65

Power Factor  >0.95 IK  1K08

Rated Life 50,000 Hours Installation ~ Surface/ Pendant Mounted

Beam Spread  120° Finishing Available ~ White/ Black/ Sliver(Optional)

Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Day White 5000K/ Pure White 5700K

Dimension (mm/inch)

) i
B il
/ 4
A Ll
Power Dimension A Dimension B Dimension C
80W [1205] 47.4" [214] 84.2" [51] 20"
100W [1505] 59.2" [214] 84.2" (611 20"

C€ Erp rows {2 [ IP65 1KO8
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INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

: Parking lot/ Warehouse/ Tunnel/ Basement/ trial Lﬂrm

Features

Up to 110 Im/watt, 130 Im/watt

Modern, stylish, excellent surface treatment

Water proof, Dust proof, Corrosion proof

Low operating temperature, makes it extremely versatile under different easy/hard operating conditions
Light weight

5 Years Guarantee

Distribution Diagram

05—z

Beam Angle: 120°

Specifications

Part Number Power Color Lumens Beam Dimension
SL-BAY-80W-XW-LE 80w 3000K/4000K/5000K/5700K 8800 120° 1205*214*51
SL-BAY-100W-XW-LE 100W 3000K/4000K/5000K/5700K 11000 120° 1505*214*51
SL-BAY-80W-XW-HL 80w 3000K/4000K/5000K/5700K 10400 120° 1205*214*51
SL-BAY-100W-XW-HL 100W 3000K/4000K/5000K/5700K 13000 120° 1505*214*51

XW: WW B000K/ NW 4000K/ DW 5000K /PW 5700K
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INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

TRIPO BOX

A touch of traditional looking IP65 Triproof luminaire, but Tripo Box Triproof lamp
offers more. While the market competition is driving down the cost, quality was
collaterally downgraded. The Tripo Box could be the solution if you encountered
an unhappy experience with substandard traditional looking waterproof
luminaires/weatherproof light/damp proof light.

=\

Power  20W/ 40W/ 50W Input Voltage ~ 220-240 V/AC

Light Efficiency 120 Im/Watt Net Weight ~ 1.35 - 1.65Kg

Color Rendering Index >80 IP IP65

Power Factor  >0.9 IK K08

Rated Life 50,000 Hours Installation ~ Suspension/ Wall Mounting

Beam Spread  120°
Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Pure White 5700K

Dimension (mm/inch)

== = 3 @

Power Dimension A Dimension B Dimension C
20W [600] 25.9" [72]3.0" [83]3.4 "
40W [1200] 47.2" [723.0" 83134 "
50W [1500] 59.0"" [7213.0" [83)3.4 "

C€ Erp RoHs @ )g IP65 IKO8
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INDUSTRIAL & HIGH CEILING LIGHTING SOLUTION

19 ol
rkets and shops/ bakeries/
Storage are:
Features
To improve on traditional lamp,so that the light efficiency is better
The shape uses the rounded design,has better ornamental xalue

Clips adopts the design of screw holes have anti-theft function
Lamp shade on the principle of optical design radian,let chimney has better smooth effect
5 Years Guarantee

Distribution Diagram

Power: 20W NW Power: 40W NW Power: 50W NW

Beam Angle: 120° Beam Angle: 120° Beam Angle: 120°

Specifications

Part Number Power Color Lumens Beam Dimension

SL-TRL-20W-XW-WP 20W 3000K/4000K/5700K 2400 120° 600"72*83
SL-TRL-40W-XW-WP 40W 3000K/4000K/5700K 4800 120° 120072783
SL-TRL-50W-XW-WP 50w 3000K/4000K/5700K 6000 120° 15007283
SL-TRL-20W-XW-WP-LK 20w 3000K/4000K/5700K 2400 120° 660"72'83
SL-TRL-40W-XW-WP-LK 40W 3000K/4000K/5700K 4800 120° 120072783
SL-TRL-50W-XW-WP-LK 50W 3000K/4000K/5700K 6000 120° 150072783

XW: WW B000K/ NW 4000K/ PW 57(0K
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OFFICE & ADMINISTRATIVE LIGHTING APPLICATION

RONDO

Rondo is surface-mounted luminaire that has a timeless design and a rich
list of features. With comprehensive sizes, 120lm/W efficiency, lumen
packages, mounting versatilities, and addible features in the portfolio
makes light planning task easy. It seemingly fit into most indoor
applications that have walls and ceilings.

P

=
=
=
Power  18W/ 20W/ 25W/ 30W Input Voltage ~ 220-240V/AC
UGR <22 Net Weight ~ 2.56- 2.95Kg
Light Efficiency 120 Im/Watt IP 1P40
Color Rendering Index >80 1K 1K03
Power Factor  >0.95 Installation ~ Surface Mount
Rated Life 50,000 Hours Finishing Available ~ White/ Sliver

Beam Spread  120°
Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Day White 5000K/ Pure White 5700K

Dimension (mm/inch)

Power Dimension A Dimension B
18W [350] 13.8" [43]1.7"
20W [380] 156.0" [43]1.7"
25W [480] 18.9" [43)1.7"
30W (580] 22.8" [43)1.7"

C€ Erp rons {2 X IP40 KO3
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OFFICE & ADMINISTRATIVE LIGHTING APPLICATION

Features

Minimalist and timeless design
Innovative installation mechanism to facilitate fast and secure installation @
Supports either Opal or Prismatic diffusors for different light distribution

Variants are available in different sizes, suitable for ceiling, wall and pendent mount

The new luminaire housing formation technology provides the possibility for size tailoring

Robust and versatile for a wide range of applications, a rich list of customizing are optional
Distribution Diagram

w5

R

et

Power: 28W NW

Beam Angle: 120°

Specifications

Part Number Power Color Lumens Beam Dimension

SL-PAN-18W-XW-R350 18W '3000K/4000K/5000K/5700K 2000 120° 035043
SL-PAN-20W-XW-R380 20W '3000K/4000K/5000K/5700K 2400 120° 0380%43
SL-PAN-25W-XW-R480 25W '3000K/4000K/5000K/5700K 3000 120° 0480*43
SL-PAN-30W-XW-R580 30w '3000K/4000K/5000K/5700K 3600 120° 058043
SL-PAN-18W-XW-R350-S 18W 3000K/4000K/5700K Switchable 2000 120° 035043
SL-PAN-20W-XW-R380-S 20W 3000K/4000K/5700K Switchable 2400 120° 0380*43
SL-PAN-25W-XW-R480-S 25W 3000K/4000K/5700K Switchable 3000 120° 0480*43
SL-PAN-30W-XW-R580-S 30w 3000K/4000K/5700K Switchable 3600 120° 580"

XW: WW 3000K/ NW 4000K/ DWW 5000K /PW 570K SHEENLY ™ 56



OFFICE & ADMINISTRATIVE LIGHTING APPLICATION OFFICE & ADMINISTRATIVE LIGHTING APPLICATION

QUADRO —

Quadro is surface-mounted luminaire that has a timeless design and a rich
list of features. With comprehensive sizes, 120lm/W efficiency, lumen
packages, mounting versatilities, and addible features in the portfolio
makes light planning task easy. It seemingly fit into most of the indoor
applications that have walls and ceiling.

p -

Applic_w%taurants/ Hotels/ Shops/ Sch itéll Hallway/ lobbies/ Meeting Rooms

Features

Minimalist and timeless design
Innovative installation mechanism to facilitate fast and secure installation

ROWETD 18W/ 20W/ 25W/ 30W/ 35W/40W IRPUEVOItEGE) 220-240VIAC Supports either Opal or Prismatic diffusors for different light distribution
UGR <22 Net Weight  2.56- 2.95Kg Variants are available in different sizes, suitable for ceiling, wall and pendent mount
Light Efficiency 120 Im/Watt 1P 1P40 The new luminaire housing formation technology provides the possibility for size tailoring
Color Rendering Index >80 1K 1KO3 Robust and versatile for a wide range of applications, a rich list of customizing are optional
Power Factor ~ >0.95 Installation ~ Surface Mount
Rated Life 50,000 Hours Finishing Available ~ White/ Sliver
Beam Spread  120°
Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Day White 5000K/ Pure White 5700K Specifications
Dimension (mm/inch) Part Number Power Color Lumens Beam Dimension
R c SL-PAN-18W-XW-S30 18W 3000K/4000K/5000K/5700K 2000 120° 29529543
L' SL-PAN-20W-XW-S40 20W '3000K/4000K/5000K/5700K 2400 120° 395"395*43
B B B H H H i 'H. SL-PAN-25W-XW-850 25W '3000K/4000K/5000K/5700K 3000 120° 49549543
Power Dimension A Dimension B Dimension C SL-PAN-30W-XW-860 30W '3000K/4000K/5000K/5700K 3600 120° 5957595"43
18w [295]11.6" 1295]11.6" VERRE SL-PAN-85W-XW-8312 35W 3000K/4000K/5000K/5700K 4200 120° 295"1195%43
20N 395] 166" 395] 166" @ SL-PAN-40W-XW-8315 40w 3000K/4000K/5000K/5700K 4800 120° 295149543
250 1495] 195" 495)19.5" @317 SL-PAN-18W-XW-830-S  18W  3000K/4000K/5700K Switchable 2000 120° 295296"43
0w 595) 23.4" 595) 23.4" ERRS SL-PAN-20W-XW-840-S ~ 20W  3000K/4000K/5700K Switchable 2400 120° 395°395"43
3B [1195) 47.0" [295]11.6" 43 1.7 SL-PAN-25W-XW-S50-S 25W 3000K/4000K/5700K Switchable 3000 120° 495749543
oW 1495 58.8" [295] 116" a7 SL-PAN-GOW-XW-S60-S ~ 30W  3000K/4000K/5700K Switchable 3600 120° 595'596"43
SL-PAN-35W-XW-8312-S8 35W 3000K/4000K/5700K Switchable 4200 120° 295119543
ﬁ SL-PAN-40W-XW-8315-S 40w 3000K/4000K/5700K Switchable 4800 120° 295*1495*43
C€ Erp rons {2 I 1P40 KO3

XW: WA 000K/ NW 4000K/ DW 5000K /PW 5700K
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OFFICE & ADMINISTRATIVE LIGHTING APPLICATION

QUADRO REFIT

Quadro Refit is an extended series from the Quadro family, tailor-made for
refurbishment jobs for surface mounted luminaires. The innovative
mounting mechanism, and special sizes facilitate fast change of luminaires
from old to new, and cleverly cover the old paint mark left over by the old
luminaires, i.e. there is no extra work needed for re-paint the ceiling as by
using other luminaires.

Power  35W/ 40W/ 50W Input Voltage ~ 220-240V/AC
UGR <19 Net Weight  2.56- 2.95Kg
Light Efficiency 125 Im/Watt IP IP40

Color Rendering Index >80 IK  1K03

Power Factor  >0.95 Installation ~ Surface Mounted

Rated Life 50,000 Hours
Beam Spread  120°
Color Temperature ~ Warm White 3000K/ Natural White 4000K/Day White 5000K/ Pure White 5700K

Finishing Available = White/ Sliver

Dimension (mm/inch)

c

M | —
\ i

Power Dimension A Dimension B Dimension C
35W [625] 24.6" [625] 24.6" [43)1.7"
40W [1250] 49.2" [325] 12.7" [43]1.7"
50W [1650] 61.0" [325] 12.7" [43]1.7"

C€ Erp rons {2 I 1P40 IKO3
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Applications: Offices/ Restaurants/ Hotels/ Shops/ School/ Hospital/ Hallway/ lobbies/ Meeting Rooms

Features

Minimalist and timeless design

Innovative installation mechanism to facilitate fast and secure installation

Supports either Opal or Prismatic diffusors for different light distribution

Variants are available in different sizes, suitable for ceiling, wall and pendent mount

The new luminaire housing formation technology provides the possibility for size tailoring
Robust and versatile for a wide range of applications, a rich list of customizing are optional

Specifications

Part Number Power Color Lumens Beam Dimension
SL-PAN-35W-XW-S60-R 35W 3000K/4000K/5000K/5700K 4400 120° 625"625%43
SL-PAN-40W-XW-8312-R 40w '3000K/4000K/5000K/5700K 5000 120° 325125043
SL-PAN-50W-XW-8315-R 50w '3000K/4000K/5000K/5700K 6250 120° 325155043

XW: WW 000K/ NW 4000K/ DW 5000K /PW 5700K
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OFFICE & ADMINISTRATIVE LIGHTING APPLICATION

BEAM

The Beam series delivers impressive distinctive quality, high efficient
homogeneous lighting, and advanced lighting technology. It is designed to
be easily installed as well as a surface/wall mounted, suspended,
standalone or thru-wiring seamlessly connected luminaire.

=
Power  20W/26W/32W/40W Input Voltage ~ 220-240V/AC
Light Efficiency 140 Im/Watt Net Weight 2.5 - 3.81Kg
Color Rendering Index >80 IP 1P40
Power Factor  >0.95 IK  1K0O3
Rated Life 50,000 Hours Installation ~ Surface Mounted/ Pendant Mounted
Beam Spread UGR22 100° /UGR19 82° Finishing Available ~ White/ Sliver

Color Temperature  Warm White 3000K/ Natural White 4000K/ Pure White 5700K

Dimension (mm/inch)

Power Dimension A Dimension B Dimension C
20W [695] 27.3" [164]6.4" (48] 1.8"
26W [1250] 49.2"" [164] 6.4" (48] 1.8"
32W [1550] 61" [164]6.4" [48]1.8"
40W [1725] 67.9" [164]6.4" [48]1.8"

C€ & Erp rows {ox [ I1P40 IKO3
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Features

Excellent homogenous lighting with UGR<19

High lighting efficiency 140Im/w and optional for more

Long service life with non-yellowing dual layer PMMA prismatic extruded lens
Fast and easy installation, surfaced mounted or suspended

Supports both Individual or continuous line installation

Maintenance friendly serviceable from below

Environmental friendly, fully replaceable lighting components

Supports optional SCCT, Multi-lumen, Dali, sensors, emergency ge

Distribution Diagram

—
Power: 35W NW
Beam Angle: 82°

Specifications

Part Number Power Color Lumens S'anc‘f\a"fr’féeam Dimension
SL-PAN-20W-XW-AE 20W 3000K/4000K/5700K 2800 (UGR22 100D /UGR19 82D)  650"164*48
SL-PAN-26W-XW-BE 26W 3000K/4000K/5700K 3640 (UGR22 100D /UGR19 82D)  1250"164*48
SL-PAN-32W-XW-DE 32w 3000K/4000K/5700K 4480 (UGR22 100D /UGR19 82D)  1550"164"48
SL-PAN-40W-XW-YE 40W 3000K/4000K/5700K 5600 (UGR22 100D /UGR19 82D)  1725"164*48

XW: WW B000K/ NW 4000K/ PW 5700K
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OFFICE & ADMINISTRATIVE LIGHTING APPLICATION

BRICK

Brick is high quality surface mounted panel light luminaires. The innovative
mounting bracket design facilitates fast and easy mounting, and brings a special
floating visual effect of the luminaire after installation. The Brick seamlessly
blends into any office environment and renders satisfying lighting experience.

Power ~ 35W/ 45W Input Voltage ~ 220-240V/AC

UGR <19 Net Weight ~ 3.75 - 8.90Kg
Light Efficiency ~ 125 Im/Watt IP 1P20
Color Rendering Index >80 IK K03

Installation ~ Surface Mounted
Finishing Available ~ White/ Sliver

Power Factor ~ >0.95
Rated Life 50,000 Hours
Beam Spread  90°/120°
Color Temperature  Warm White 3000K/ Natural White 4000K/ Pure White 5700K

Dimension (mm/inch)

c

) 4

Power Dimension A Dimension B Dimension C
35W [675] 26.5" [675] 26.5" [30] 1.1"
45W [1245] 49.0" [308] 12.1" [30] 1.1"
45W [1495) 58.8" [308] 12.1" (30 1.1"

C€ & Erp rows ¢ [ 1P20 KO3
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Features

High performance, price competitive

Easy installation: surface mounted

Light guide made of non-yellowing PMMA
Diffuser made of non-yellowing plastic

Anti-glare, UGR<19
5 years guarantee

Distribution Diagram

w5

Power: 35W NW
Beam Angle: 90°

Specifications
Part Number
SL-PAN-35W-XW-BR
SL-PAN-45W-XW-BR312
SL-PAN-45W-XW-BR315

XW: WA 000K/ NW 4000K/ DW 5000K /PW 5700K

Power
35W
45W
45W

Color
3000K/4000K/5700K
3000K/4000K/5700K
3000K/4000K/5700K

Integration mounting bracket

Solid and reliable frame
SDCM<=4

CRI >80, ErP compatible
Efficiency up to 125 Im/W

Lumens Beam
4300 90°/120°
5600 90°/120°
5600 90°/120°

and Hospital/ Hallm}ay & lobby/ Meeﬁng Rooms

Dimension
67567530
3087124530
308149530

SHEENLY 64



OFFICE & ADMINISTRATIVE LIGHTING APPLICATION OFFICE & ADMINISTRATIVE LIGHTING APPLICATION

ESSENCE

Since Sheenly's debut in 2009, we have dedicated our efforts, and leading the
competition by continuous improvement and undisrupted supply of high quality edge
light panel to our customers. Millions of units were/are sold to different parts of world,
and received countless recognitions, design and technical awards over the years.
There are many First in Sheenly's panel lighting history:

--1st 85Im/W efficacy in 2009, --1st UGR19 edgelit panel in the market 2011

--1st transparent panel, --1st disproportionate up/down lighting panel

§
i
aurants/ Hotels/ Shops/ Scl way/ s/ Meeting Rooms
| < Features
4 2 Sides edge-lit 5 years warranty with PMMA LGP
Efficiency up to 120 Im/w
CRI >80, ErP compatible
Power  35W Input Voltage ~ 220-240V/AC Ultra slim design 10mm thickness
Light Efficiency 100 Im/Watt, 120 Im/Watt Net Weight  1.25 - 2.16Kg Easy and various installation styles _
Color Rendering Index >80 P 1P40 Lighting sensors and Motion sensors are optional
Power Factor  >0.95 1K 1K03 Distribution Diagram
Rated Life 50,000 Hours Installation  Box Surface Mounted/ Recessed e
) ) P
Beam Spread  120° Finishing Available ~ White/ Sliver |
Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Pure White 5700K .-
Dimension (mm/inch) A
c Power: 35W NW

Beam Angle: 120°

A
% Specifications

Part Number Power Color Lumens LGP Beam Dimension
Power Dimension A Dimension B Dimension C SL-PAN-B5W-XW-UEN-S ~ 85W  B000K/4000K/5700K ~ 8000-3500  PMMA  120° 595'595"10
35w 1595 23.4" 1595] 23.4" [10]04" SL-PAN-5W-XW-UER-S ~ 35W  3000K/4000K/5700K  8000~3500  PMMA 120° 295119510
3w [1195] 47.0" [295) 116" [10]0.4" SL-PAN-B5W-XW-UEN-E ~ 85W  B000K/4000K/5700K  8600-4200  PMMA  120° 595'595*10

SL-PAN-35W-XW-UER-E 35W 3000K/4000K/5700K 3600~4200 PMMA 120° 295119510
XW: WW 000K/ NW 4000K/ PW 5700K

C€ & Erp rows {22 [ IP40 KO3
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OFFICE & ADMINISTRATIVE LIGHTING APPLICATION

ECO VERSION

Since Sheenly's debut in 2009, we have dedicated our efforts, and leading the
competition by continuous improvement and undisrupted supply of high quality edge

light panel to our customers. Millions of units were/are sold to different parts of world,
and received countless recognitions, design and technical awards over the years.
There are many First in Sheenly's panel lighting history:

--1st 85Im/W efficacy in 2009, --1st UGR19 edgelit panel in the market 2011

--1st transparent panel, --1st disproportionate up/down lighting panel

Power  35W/ 40W/ 65W

UGR <22/<19

Light Efficiency = 120-135 Im/Watt
Color Rendering Index >80
Power Factor  >0.95

Rated Life 50,000 Hours

Beam Spread  90°/120°

Input Voltage =~ 220-240V/AC

Net Weight ~ 2~5.8Kg

IP 1IP40

1K 1K03

Installation ~ Surface Mounted/ Box Surface Mounted/

Clip in/ Recessed/ Pendant Mounted
Finishing Available ~ White/ Sliver

Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Day White 5000K/ Pure White 5700K

Dimension (mm/inch)

c

—

OFFICE & ADMINISTRATIVE LIGHTING APPLICATION

Applications: Of

Features

Demand of good quality but price affordable
Efficiency up to 135 Im/W

CRI >80, ErP compatible

Ultra slim design 10mm thickness

Different frame designs and colors are available
Easy and various installation styles

Dimmable compatible with Dali

Lighting sensors and Motion sensors are optional
Emergency battery pack last for 3 hours
Customized size accepted

@ 5 years guarantee for the panel

Power Dimension A Dimension B Dimension C
35W/ 40W [695] 23.4" [696] 23.4" [10]0.4"
35W/ 40W [622] 24.5" [622] 24.5" [10]0.4"

40w [1195] 47.0" [295] 11.6" [10]0.4"
40W/ B5W [1195] 47.0" [695] 23.4" [10]0.4"
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Distribution Diagram
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Power: 35W NW Power: 40W NW

Beam Angle: 120° Beam Angle: 120°

Specifications

2000

o w o
Power: 45W NW
Beam Angle: 90°

Part Number Power Color
SL-PAN-35W-XW-AN-S 35W 3000K/4000K/5000K/5700K
SL-PAN-40W-XW-AN-S 40w 3000K/4000K/5000K/5700K
SL-PAN-35W-XW-LS-S 35W 3000K/4000K/5000K/5700K
SL-PAN-40W-XW-LS-S 40w 3000K/4000K/5000K/5700K
SL-PAN-40W-XW-CN-S 40w 3000K/4000K/5000K/5700K
SL-PAN-40W-XW-BN-S 40W 3000K/4000K/5000K/5700K
SL-PAN-65W-XW-BN-S 65W 3000K/4000K/5000K/5700K

XW: WW 3000K/ NW 4000K/ DW 5000K /PW 5700K

Lumens Beam Dimension
3800~4200 90°/120° 59559510
4300~4800 90°/120° 595595"10
3800~4200 90°/120° 62262210
4300~4800 90°/120° 62262210
4300~4800 90°/120° 295*119510
4300~4800 90°/120° 595*1195*10
7000~7800 90°/120° 5956"1195"10
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PRO VERSION

Since Sheenly's debut in 2009, we have dedicated our efforts, and leading the
competition by continuous improvement and undisrupted supply of high quality edge
light panel to our customers. Millions of units were/are sold to different parts of world,
and received countless recognitions, design and technical awards over the years.
There are many First in Sheenly's panel lighting history:

--1st 85Im/W efficacy in 2009, --1st UGR19 edgelit panel in the market 2011

--1st transparent panel, --1st disproportionate up/down lighting panel

— = - —_— .
\ Y
.\
Power  28W/ 35W Input Voltage ~ 220-240V/AC
UGR <22/<19 Net Weight ~ 2.56- 2.95Kg
Light Efficiency  135-150 Im/Watt IP 1P40
Color Rendering Index >80 1K 1K03
Power Factor ~ >0.95 Installation ~ Surface Mounted/ Box Surface Mounted/

Rated Life 50,000 Hours Clip in/ Recessed/ Pendant Mounted
Beam Spread  90°/120° Finishing Available ~ White/ Sliver
Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Day White 5000K/ Pure White 5700K

Dimension (mm/inch)

A
[
+

Power Dimension A Dimension B Dimension C
28W/ 35W [595] 23.4" [595] 23.4" [10]0.4"
28W/ 35W [622] 24.5" [622] 24.5" [10]0.4"

35W [1195] 47.0" [295] 11.6" [10]0.4"
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OFFICE & ADMINISTRATIVE LIGHTING APPLICATION

IFITV131

Applications: Offices/ Restaurants/ Hotels/ Shops/ School/ Hospital/ Hallway/ lobbies/ Meeting Rooms

Features

Demand of premium high quality standards Dimmable compatible with Dali

Efficiency up to 150 Im/W, UGR<19" (*Optional), SDCM<=4 Lighting sensors and Motion sensors are optional
CRI >80, ErP compatible Emergency battery pack last for 3 hours

Ultra slim design 10mm thickness Customized size accepted

Different frame designs and colors are available 5 years guarantee for the panel

Easy and various installation styles

Distribution Diagram

ar

Power: 28W NW Power: 35W NW
Beam Angle: 120° Beam Angle: 120°

Specifications

Part Number Power Color Lumens Beam Dimension
SL-PAN-28W-XW-AN 28W 3000K/4000K/5000K/5700K 3200~3800 90°/120° 59559510
SL-PAN-35W-XW-AN 35W 3000K/4000K/5000K/5700K 4000~4700 90°/120° 59559510
SL-PAN-28W-XW-LS 28W 3000K/4000K/5000K/5700K 3200~3800 90°/120° 622762210
SL-PAN-35W-XW-LS 35W 3000K/4000K/5000K/5700K 4000~4700 90°/120° 62262210
SL-PAN-35W-XW-BN 35W 3000K/4000K/5000K/5700K 4000~4700 90°/120° 295*1195*10

XW: WW 3000K/ NW 4000K/ DW 5000K /PW 5700K
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TIDAL

Tidal series adopts Sheenly’s latest panel structural design, where the complete panel
has zero screw inside out. The Screwless Panel light Tidal offers end users the most
pleasant appearance among all panels, clean & neat, extremely smooth finishing, as
well as stronger overall structural strength, which reduces deformation to the minimum
regardless if its recessed, suspended, sutface or spring snap-in mounted.

Power  35W/ 45W Input Voltage ~ 220-240V/AC

UGR  <22/<19 Net Weight ~ 2.56- 2.95Kg

Light Efficiency 135 Im/Watt, 150 Im/Watt 1P 1P40

Color Rendering Index >80 IK K03

Power Factor ~ >0.95 Installation ~ Surface Mounted/ Box Surface Mounted/
Rated Life 50,000 Hours Clip in/ Recessed/ Pendant Mounted
Beam Spread  120° Finishing Available ~ White/ Sliver

Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Day White 5000K/ Pure White 5700K

Dimension (mm/inch)

A
B
i

OFFICE & ADMINISTRATIVE LIGHTING APPLICATION

pplications: Offices/ Resta

Features

Demand of good quality but price affordable
Efficiency up to 135Im/W,150Im/W

CRI>80, ErP compatible

Ultra slim design 12.5mm thickness

els/ Shops/ School/ Hospital/ Hallwa

Dimmable compatible with Dali

Lighting sensors and Motion sensors are optional
Emergency battery pack last for 3 hours
Customized size & power accepted

5 years guarantee for the panel

Power Dimension A Dimension B Dimension C
35W [595] 23.4" [595) 23.4" [12.5]0.49"
35W [622] 24.5" [622] 24.5" [12.5) 0.49"
35W [1195] 47.0" [295] 11.6" [12.5]0.49"
45W [1195] 47.0" [6965] 23.4" [12.5] 0.49"
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Easy and various installation styles

Different frame designs and colors are available @

Distribution Diagram
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Power: 35W NW
Beam Angle: 120°

Specifications

r

w
Power: 35W NW
Beam Angle: 120°

o e
Power: 45W NW
Beam Angle: 120°

Part Number Power Color
SL-PAN-35W-XW-LN-S 35W 3000K/4000K/5000K/5700K
SL-PAN-35W-XW-LY-S 35W 3000K/4000K/5000K/5700K
SL-PAN-35W-XW-BS-S 35W 3000K/4000K/5000K/5700K
SL-PAN-45W-XW-BY-S 45W 3000K/4000K/5000K/5700K
SL-PAN-35W-XW-LN 35W 3000K/4000K/5000K/5700K
SL-PAN-35W-XW-LY 35W 3000K/4000K/5000K/5700K
SL-PAN-35W-XW-BS 35W 3000K/4000K/5000K/5700K

XW: WW 3000K/ NW 4000K/ DW 5000K /PW 5700K

Lumens Beam Dimension
3600~4200 120° 595"595*12.5
38600~4200 120° 6227622"12.5
38600~4200 120° 2956"1195*12.5
4600~5400 120° 595"1195*12.5
4000~4700 120° 595"595*12.5
4000~4700 120° 6227622*12.5
4000~4700 120° 295"1195*12.5
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GRINNA G3

The new optic system is the key improvement for this generation, which provides
flexibility for beam coverages, high efficiency, compatible to both single CCT &
switchable CCT and ready for HCL, makes light planning easy.

Grinna G3 is a luminaire with crispy light quality, best possible light distributions and
various value added functions put together into a handsome look with distinctive

quality.
. % \\
Power  26W Input Voltage ~ 220-240V/AC
UGR <15(endwise) /<18 (crosswise) Net Weight ~ 3.2-3.4Kg
Light Efficiency 140 Im/Watt 1P 1P40
Color Rendering Index >80 IK K03
Power Factor ~ >0.95 Installation  Recessed Mounted/ Box Surface Mounted/

Rated Life 50,000 Hours Suspension Mounted
Beam Spread  75°/50°/30° Finishing Available ~ White/ Black
Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Day White 5000K/ Pure White 5700K

Dimension (mm/inch)

|| =,

Power Dimension A Dimension B Dimension C
26W [695] 23.4" [695] 23.4" [21.5] 0.84"
26W [620] 24.4" [620] 24.4" [21.5]0.84"
26W [1195] 47.0" [295] 11.6" [21.5)0.84"
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Features

Stylish design, unusual ceiling
High reflectivity mirror aluminum reflector
Anti-glare, *UGR<15(endwise) & UGR<18 (crosswise)

Multi-lumen, Multi-CCT upon requesst
Options: on/off, dali, sensor, emergency gear
CRI >80, ErP compatible

Efficiency up to 140 Im/w
SDCM<=4

®

Comprehensive beam options

Distribution Diagram
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Power: 35W NW

Beam Angle: 75°

Specifications

Part Number Power Color

SL-PAN-26W-XW-BN 26W 3000K/4000K/5000K/5700K
SL-PAN-26W-XW-CN 26W 3000K/4000K/5000K/5700K
SL-PAN-26W-XW-DN 26W 3000K/4000K/5000K/5700K
SL-PAN-26W-XW-BN-S 26W '3000K/4000K/5700K GCT Switchable
SL-PAN-26W-XW-CN-8 28W 3000K/4000K/5700K CCT Switchable
SL-PAN-26W-XW-DN 8 28W ‘3000K/4000K/5700K CCT Switchable

XW: WW 3000K/ NW 4000K/ DW 5000K /PW 5700K

Ultra slim design 21.5mm thickness

Easy and various installation

L80 70,000H Ta25
Lumens Beam Dimension
3100-3640  75%/50°/30°  595'595°21.5
3100~3640  75°/50°/30° 620"620*21.5
3100~3640  75°/50°/30° 2956"1195'21.5
3100~3640  75°/50°/30° 595"595*21.5
3100~3640  75°/50°/30° 620"620*21.5
3100~3640  75°/50°/30° 295"1195'21.5
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GALAXY

Galaxy is another bode attempt by Sheenly for exploring a new possibility for office
Lighting. Incorporates our lately designed optical lenses, and is aimed to provide a
superior lighting experience, that has Low Glare and industrial leading efficiency of
160+Im/w.

Power  22-28W Input Voltage ~ 220-240V/AC

UGR <19 Net Weight ~ 2.4-5.2Kg

Light Efficiency 160 Im/Watt IP 1P40

Color Rendering Index >80 1K 1K03

Power Factor  >0.95 Installation  Pendant Mounted/Recessed
Rated Life 50,000 Hours Finishing Available ~ White/ Sliver

Beam Spread  75°
Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Day White 5000K/ Pure White 5700K

Dimension (mm/inch)

T ==

Power Dimension A Dimension B Dimension C
22-28W [595] 23.4" [595] 23.4" [21.5)0.84"
22-28W [620] 24.4" [620] 24.4" [21.5)0.84"
22-28W [1195] 47.0" [295] 11.6" [21.5]0.84"

C€ Erp RoHs @ )g IP40 IKO3
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Features

New generation, New Look, and New Lighting Solution for office!

Innovative Gem-Cluster optical technology to ensures the highest delivering efficiency, 200lm/w LED module and
160+Im/w system efficiency

Galaxy is able to offer outstanding high lumen packages while keeping low UGR

Additional innovative mood-light and emergency indicator light are available upon request

Features the latest 2835 LEDs for the best heat dissipation and operational lifespan, L80B10 >50KH and more
Aluminum body and polycarbonate optics combines to form a sustainable sturdy structure, that is impact (high IK),
and fire resistant (Glow wire)

Optional features include but not limited to: Multi-lumen; Mood-light; Dali DT6; 0-10V; sensor; emergency

Distribution Diagram

5

Power: 28W NW
Beam Angle: 75°

Specifications

Part Number Power Color Lumens Beam Dimension
SL-PAN-28W-XW-GA 22-28W 3000K/4000K/5000K/5700K 3500-4500 75° 595'5956"21.5
SL-PAN-28W-XW-GB 22-28W 3000K/4000K/5000K/5700K 3500-4500 75° 6207620"21.5
SL-PAN-28W-XW-GC 22-28W 3000K/4000K/5000K/5700K 3500-4500 75° 2956"1195'21.5
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PRO IP65

A truly 360Degree water proof edge-lit panel fixture that supports recessed,
surface-mounted and pendent installation, and at the same time preserving all the
great photometric performances of the Sheenly’s PRO panel series.

Power  35W Input Voltage ~ 220-240V/AC

UGR <22 Net Weight ~ 2.7-2.9Kg

Light Efficiency ~ 135-150 Im/Watt IP IP65

Color Rendering Index >80 IK K03

Power Factor  >0.95 Installation ~ Surface Mounted/ Box Surface Mounted/

Rated Life 50,000 Hours Clip in/ Recessed/ Pendant Mounted
Beam Spread  120° Finishing Available ~ White/ Sliver
Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Day White 5000K/ Pure White 5700K

Dimension (mm/inch)
C

f— A —

Power Dimension A Dimension B Dimension C
35W [695] 23.4" [695] 23.4" [14]0.55"
35W [622] 24.5" [622] 24.5" [14]0.55"
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Hospital, Pharmaceutical workshop, Lab, Food proc:

Features

360degree IP65, suitable for recessed, surface mounted and pendent mount

Ultra strong aluminum frame to prevent structural deformation and water inflow

135Im/w standard efficiency, and optionally 150+Im/w upon request

Unparallel lighting uniformity

UGR22 & UGR19, optionally for switchable CCT, human centric lighting

Excellent light quality, 4 SDCM as standard light color consi: , and option i for 3 SDCM
Size, power, and mounting customizable, customization ability is one of our key competency
Dimming and Smart options available, 0-10V, Dali DT6/DT8

Peripheral accessories: mounting frame, pendent kits, emergency gear

Distribution Diagram

o

Power: 35W NW
Beam Angle: 120°

Specifications

Part Number Power Color Lumens Beam Dimension
SL-PAN-35W-XW-CN-WP 35W '3000K/4000K/5000K/5700K 4200~4700 120° 595"695*14
SL-PAN-35W-XW-DN-WP 35W '3000K/4000K/5000K/5700K 4200~4700 120° 6227622*14

XW: WW 000K/ NW 4000K/ DW 5000K /PW 6700K SHEENLY® 78
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EPOCH Il ESSENCE

The most cost effective recessed office lighting luminaire. Epoch is produced by the
latest generation of automictic production line, they are highly consistent, energy
efficient, reliable, with trustworthy quality. Besides the basic on/off version, we also
provide many varieties functions, sizes, light efficiency level and IP levels.

Power 35W Input Voltage ~ 220-240V/AC
UGR <22/<19 Net Weight  2.4-5.2Kg
Light Efficiency 135 Im/Watt IP IP40

Color Rendering Index >80 IK  IK0O5

Installation ~ Surface Mounted/ Box Surface Mounted/
Rated Life  30,000-50,000 Hours Clip in/ Recessed/ Pendant Mounted
Beam Spread  120° Finishing Available ~ White/ Sliver

Color Temperature  Warm White 3000K/ Natural White 4000K/ Day White 5000K/ Pure White 5700K

Power Factor  >0.95

Dimension (mm/inch)

—

Power Dimension A Dimension B Dimension C
35W [595] 23.4" [595] 23.4" [32]1.2"
35W [622] 24.5" [622] 24.5" [32]1.2"
35W [1195] 47.0" [295] 11.6" [32]1.2"
40W [1195] 47.0" [695] 23.4" [32]1.2"
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Features

30% Cost Down than edge-lit Panel light.

No LGP, Never Yellowing.

PMMA Lens, high light transmittance
Double-side welded Aluminum Frame by robot,

No crack and seam-less in corner

Reinforced structure, No deforming.

Distribution Diagram
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Power: 35W NW
Beam Angle: 120°
Specifications
Part Number
SL-PAN-35W-XW-BS-EM
SL-PAN-35W-XW-BS2-EM
SL-PAN-35W-XW-L-EM
SL-PAN-35W-XW-LS-EM
SL-PAN-35W-XW-LS2-EM
SL-PAN-35W-XW-L-S
SL-PAN-35W-XW-LS-S
SL-PAN-35W-XW-LS2-S

XW: WW B000K/ NW 4000K/ DW 5000K /PW 5700K

Power
35W
35W
35W
35W
35W
35W
35W
35W

— cmmm—

Applications: Offices/ Restaurants/ Hotels/ Shops/ School/ Hospital/ Hallway/ lobbies/ Meeting Rooms

CCT & Power Selectable optional

|

Fully Automatic Panel light Production line with a daily
output 8,000pcs

P54 Waterproof function optional

3 years guarantee, 5 years optional

Color
3000K/4000K/5000K/5700K
3000K/4000K/5000K/5700K
3000K/4000K/5000K/5700K
3000K/4000K/5000K/5700K
3000K/4000K/5000K/5700K
3000K/4000K/5000K/5700K
3000K/4000K/5000K/5700K
3000K/4000K/5000K/5700K

Lumens
3000~3500
3000~3500
3000~3500
3000~3500
3000~3500
3600~4200
3600~4200
3600~4200

Beam
120°
120°
120°
120°
120°
120°
120°
120°

@6

Dimension
59559532
295119532
595"595*32
620"620*32
295119532
59559532
620"620*32
295119532
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EPOCH Il PRO

The most cost effective recessed office lighting luminaire. Epoch is produced by the
latest generation of automictic production line, they are highly consistent, energy
efficient, reliable, with trustworthy quality. Besides the basic on/off version, we also
provide many varieties functions, sizes, light efficiency level and IP levels.

OFFICE & ADMINISTRATIVE LIGHTING APPLICATION

Features

30% Cost Down than edge-lit Panel light. CCT & Power Selectable optional

No LGP, Never Yellowing. Fully Automatic Panel light Production line with a daily
PMMA Lens, high light transmittance output 8,000pcs

Double-side welded Aluminum Frame by robot, IP54 Waterproof function optional

No crack and seam-less in corner 5 years guarantee

Reinforced structure, No deforming.

Specifications

Power  30W/35W/40W

Input Voltage ~ 220-240V/AC

Pro, 130 LM/W

UGR <22/<19 Net Weight ~ 2.4-5.2Kg Part Number Power Lumens Beam Dimension
Light Efficiency  130/150/160 Im/Watt 1P~ IP40 SL-PAN-35W-XW-BN-S 35W  3000K/4000K/5000K/5700K  4050~4500 120° 59559528
Color Rendering Index >80 1K 1Ko3 SL-PAN-85W-XW-BN2-S ~ 35W  80OOK/4000K/5000K/5700K  4050~4500 120°  620'620'28
Power Factor ~ >0.95 Installation ~ Surface Mounted/ Box Surface Mounted/ SL-PAN-35W-XW-CN-S. 35W 3000K/4000K/5000K/5700K 4050~4500 120° 205119528
Rated Life 50,000 Hours Clip in/ Recessed/ Pendant Mounted SL-PAN-40W-XW-DN-S 20W 3000K/4000K/5000K/5700K 4700~5200 100° 5057119528
Beam Spread  120° Finishing Available ~ White/ Sliver
Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Day White 5000K/ Pure White 5700K
. . . Part Number Power Color Lumens Beam Dimension
Dimension (mm/inch) ¢ SL-PAN-B0W-xW-BN-E 30W 3000K/4000K/5000K/5700K 4050~4500 120° 505'595*28
SL-PAN-B0W-xW-BN2-E 30w 3000K/4000K/5000K/5700K 4050~4500 120° 620"620"28
A
y’;;fﬂ
E Part Number Power Color Lumens Beam Dimension
Dimension A Dimension B Dimension C SL-PAN-B0W-xW-BN-SI 30w 3000K/4000K/5000K/5700K 4300~4800 120° 5095'595*28
[695] 23.4" [595) 234" G212 SL-PAN-BOW-xW-BN2-SI  30W 3000K/4000K/5000K/5700K 4300~4800 120° 620"620"28
[622] 24.5" [622] 24.5" [32] 1.2"
[1195] 47.0" (298] 11.6” EORES Part Number Power Color Lumens Beam Dimension
[1195] 47.0" [695] 23.4" [8211.2"
SL-PAN-35W-XW-LN2-S 35W 3000K/4000K/5000K/5700K 4050~4500 120° 59559532
SL-PAN-35W-XW-LN2-S 35W 3000K/4000K/5000K/5700K 4050~4500 120° 620762032

C€ & Erp rows {2 [ IP40 K03
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PANEL CTA

Dimming & Color temperature could be controlled by Dali DT8 / Remote Controller /
Bluetooth / Zigbee. Flexible control of lighting environment, making a smart office. In
the meanwhile, the GROUP function ensures you to add different lights to different
groups and control them separately and synchronously.

Power  20W/ 40W Input Voltage ~ 220-240V/AC

UGR <19 Net Weight ~ 3.75 - 4.0Kg

Light Efficiency = 110-125 Im/Watt IP IP40

Color Rendering Index >80 IK K03

Power Factor  >0.95 Installation  Surface Mounted/ Box Surface Mounted/

Rated Life 50,000 Hours
Beam Spread  120°/ UGR Optional
Color Temperature ~ 3000K- 6000K

Clip in/ Recessed/ Pendant Mounted
Finishing Available  White/ Sliver

Dimension (mm/inch)

A— c

Power Dimension A Dimension B Dimension C
40w [595] 23.4" [595] 23.4" [10]0.4"
40W [622] 24.5" [622] 24.5" [10]0.4"
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-
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Features
Demand of premium high quality standards

Efficiency up to 125 Im/W, UGR<19* (*Optional)

CRI >80, ErP compatible
Competitive Dali 2 channel solution
Easy and various installation styles

Distribution Diagram

e a5z

1200
500

Power: 40W NW Power: 40W PW

Beam Angle: 120° Beam Angle: 120°

Specifications

Part Number Power
SL-PAN-40W-BW-AN2 40w
SL-PAN-40W-BW-LS2 40W

XW: WW 3000K/ NW 4000K/ DW 5000K /PW 5700K

Color temperature adjustable: 3000K to 5700k
Motion sensors are optional

Emergency battery pack last for 3 hours
Customized size accepted

5 years guarantee for the panel

Color Lumens Beam Dimension
3000K-6000K 4000~4400 120° 59559510
3000K-6000K 4000~4400 120° 622762210
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ACCESSORIES LIST

LED PANEL LIGHT

INSTALLATION

Surface Mounted Box Surface Mounted Clipin

Recessed

= Lt @F taee
& Moo x4 x4 X4
Recessed Pendant Mounted

Pendant Mounted
83 SHEENLY SHEENLY 84
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SLIMO I

Sheenly Slimo is an all new panel light specially designed for suspended installation.
Thanks to its solid structure that Slimo does not sack or bend like normal panel light
when suspended. Slimo is also designed to give direct, indirect light towards the
ceiling and the ground, creating a harmonious and mood pleasing lighting experience.
Suitable for offices, shopping areas.

Power  40W/ 60W Input Voltage ~ 200-240V/AC

Light Efficiency 130 Im/W  TP=140Im/W Net Weight 2.5 - 3.81Kg

Color Rendering Index >80 1P 1P20

Power Factor  >0.95 IK K03

Rated Life 50,000 Hours Installation ~ Pendant Mounted

Beam Spread  30%UP 70%DOWN, Finishing Available ~ White/ Black
50%UP 50%DOWN

Color Temperature  Warm White 3000K/ Natural White 4000K/ Pure White 5700K

Dimension (mm/inch)

U H:“gc

Power Dimension A Dimension B Dimension C
40W [195]7.6" [1195] 47.0" [2010.8"
40W [295] 11.6" [1195] 47.0" [20]0.8"
60W [195]7.6" [1495] 58.8" [20]0.8"
40W [295] 11.68" [1495] 58.8" [20]0.8"
40W [195]7.6" [1795] 70.7" [2010.8"
60W [295] 11.68" [1795] 70.7" [20]0.8"

C€ & Erp rows {22 [ IP20 K03

85 SHEENLY

OFFICE & ADMINISTRATIVE LIGHTING APPLICATION

Features
Long, rigid & smooth

Two version: Single side light and double side transparent light

Excellent surface treatment
Connectable
5 Years Guarantee

Specifications
Part Number

SL-PAN-40W-XW-SM12
SL-PAN-40W-XW-SM12-TP
SL-PAN-40W-XW-SM15
SL-PAN-40W-XW-SM15-TP
SL-PAN-60W-XW-SM18
SL-PAN-60W-XW-SM18-TP
SL-PAN-40W-XW-SM312
SL-PAN-40W-XW-SM312-TP
SL-PAN-40W-XW-SM315
SL-PAN-40W-XW-SM315-TP
SL-PAN-60W-XW-SM318
SL-PAN-B0W-XW-SM318-TP

XW: WW 3000K/ NW

Power
40W
40W
40W
40W
60W
60W
40W
40W
40w
40W
60W
60W

K/ DW 000K /PW 700K

Color
3000K/4000K/5700K
3000K/4000K/5700K
3000K/4000K/5700K
3000K/4000K/5700K
3000K/4000K/5700K
3000K/4000K/5700K
3000K/4000K/5700K
3000K/4000K/5700K
3000K/4000K/5700K
3000K/4000K/5700K
3000K/4000K/5700K
3000K/4000K/5700K

Applications: Offices/ Restaurants/ Hotels/ Shops/ Schools/ Hospitals/ Meeting Rooms

No UV or IR emissions

For outstanding office light
Durable with life span over 50,000 hours
Simple and convenient installation

Lumens Beam
5200 30%UP 70%DOWN
5600 50%UP 50%D0WN
5200 30%UP 70%DOWN
5600 50%UP 50%DOWN
5600 30%UP 70%DOWN
8400 50%UP 50%D0WN
5200 30%UP 70%DOWN
5600 50%UP 50%DOWN
5200 30%UP 70%DOWN
5600 50%UP 50%D0WN
5600 30%UP 70%DOWN
8400 50%UP 50%DOWN

Dimension
195119520
1957119520
1957149520
195%149520
195*179520
1957179520
295119520
295119520
295149520
295149520
295179520
295179520
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PELARO

Round, a fundamental geometry that brings special vibe to any kind of architectural
environment. Pelaro, a new round pendent luminaire produced by the latest aluminum
profile formation technique can literally provide all diameters of desire. It has a
minimalist designed, modern, stylish appearance with impeccable surface treatment.
Thanks to the new generation of pendent mounting boxes, it makes installation
much easier!

& Applications: Offices, Restauran

3 \/ Features

1. Standard in D580, D680 & D780, highly flexible for specification for different diameter
2. 120Im/w with excellent light quality, and optionally for more
3. Downward or transparent up down lighting version for selection
Power  35W/ 40W/ 50W Input Voltage ~ 200-240V/AC 4. Superb homogenous lighting surface and risk free of yellowing issue
Light Efficiency 120 Im/W Net Weight ~ 3.15 - 5.65Kg 5. Comes with New Generation of pendent mounting box, the easiest possible way for installation
< 6. 1P40, 5 YRS warranty, ENEC, CE,
Cologkendennglindexp >80 IED P40 7. Options include: DALI, HCL, Switchable color, 0-10V dimming, sensors
Power Factor  >0.95 IK K03
Rated Life 50,000 Hours Installation ~ Pendant Mounted
Beam Spread  120° / 50%UP 50%DOWN Finishing Available ~ White/ Black

X . . Specifications
Color Temperature  Warm White 3000K/ Natural White 4000K/ Pure White 5700K

) . ) Part Number Power Color Lumens Beam Dimension
Dimension (mm/inch) SL-PAN-35W-XW-R680-P 35W  3000K/4000K/S000K/5700K 4200 120° 0580°20
. SL-PAN-40W-XW-R680-P 40W 3000K/4000K/5000K/5700K 4800 120° 068020
SL-PAN-50W-XW-R780-P 50W 3000K/4000K/5000K/5700K 6000 120° 0780*20
SL-PAN-40W-XW-R580-PS 40W  3000K/4000K/5700K Switchable 4000 120° 0580*20
SL-PAN-50W-XW-R680-PS 50W  B000K/4000K/5700K Switchable 5000 120° 068020
SL-PAN-55W-XW-R780-PS 55W  B000K/4000K/5700K Switchable ~ 6000 120° 0780*20
3 SL-PAN-35W-XW-R580-P-UD ~ 35W 3000K/4000K/5000K/5700K 4200 50%Up 50%Down 058020
Power Dimension A Dimension B SL-PAN-40W-XW-R680-P-UD  40W 3000K/4000K/5000K/5700K 4800  50%Up 50%Down  ©680°20
35W [680] 22.8" [20]0.78" SL-PAN-50W-XW-R780-P-UD  50W 3000K/4000K/5000K/5700K 6000  50%Up 50%Down  ©780*20
40w 680] 26.8" [20078" SL-PAN-40W-XW-R580-PS-UD  40W  B000K/4000K/5700K Switchable 4000  50%Up 50%Down 058020
50W [780)30.7" [200.78"

SL-PAN-50W-XW-R680-PS-UD  50W  3000K/4000K/5700K Switchable ~ 5000  50%Up 50%Down  ©680*20

CE @5 Erp RoHs @ g IP40 IKO3 SL-PAN-55W-XW-R780-PS-UD  55W  3000K/4000K/5700K Switchable ~ 6000 50%Up 50%Down 078020

XW: WW 3000K/ NW 4000K/ DW 5000K /PW 5700K
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R580

Sheenly LED Round Panel Light R580 adopts qualified super bright LED as light
source, which is stable, long life and no UV & IR emission. The anodized aluminum
frame is stylish and fashionable with everlasting color.

Features

Power  40W/ 60W Net Weight  3.15Kg Diameter 580mm Transparent Optional
Light Efficiency 100 Im/Watt IP 1P40 Modern, stylish and Innovative design White/Black/Silver finishing available
Color Rendering Index >80 IK  1KO3 Uniform light output Simple and convenient installation
Power Factor  >0.90 Installation  Pendant Mounted/ Surface Mounted Up/Down I__|g|'!t|ng Optional
Rated Lif Box Surface M d Durable with life span over 50,000 hours

ated Life 50,000 Hours ox Surface Mounte 5 Years Guarantee
Beam Spread 120" Finishing Available ~ White/ Black/ Silver

Input Voltage ~ 200-240V/AC
Color Temperature  Warm White 3000K/ Natural White 4000K/ Pure White 5700K
Distribution Diagram

Dimension (mm/inch) I

< el s

u 00 N A
Power: 40W NW Power: 60W NW
Beam Angle: 120° Beam Angle: 120°

Specifications

Part Number Power Color Lumens Beam Dimension
Power Dimension A Dimension B Dimension C SL-PAN-40W-XW-R60 40w 3000K/4000K/5700K 4000 120° 0580*15
40W/60W [680] 22.8" (5341 21" [15]0.6" SL-PAN-B0W-XW-R60 60w 3000K/4000K/5700K 6000 120° 0580*15
XW: WW 3000K/ NW 4000K/ PW 5700K
C€ & Erp rows {2 J IP40 KO3
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R580 TP

Sheenly LED Round Panel Light adopts qualified super bright LED as light source,
which is stable, long life and no UV & IR emission. The anodized aluminum frame is
stylish and fashionable with everlasting color. It is powered by low voltage constant
current driver, which is safety, energy saving and long life.

Sheenly LED Panel light is the ideal replacement for traditional grid lights and
fluorescent tubes. Moreover, Sheenly Panel light creates extremely harmonies and
uniform lights, which conventional light never achieved.

N

Power  40W/ 60W Input Voltage ~ 200-240V/AC

UGR <22/<19 Net Weight ~ 3.15Kg

Light Efficiency 110 Im/Watt IP 1IP40

Color Rendering Index >80 1K 1K03

Power Factor  >0.95 Installation  Pendant Mounted

Rated Life 50,000 Hours Finishing Available ~ White/ Black/ Silver

Beam Spread  Transparent
Color Temperature  Warm White 3000K/ Natural White 4000K/ Daylight White 5000K/ Pure White 5700K

Dimension (mm/inch)

x

Power Dimension A Dimension B Dimension C

40W/60W [680] 22.8" [534] 21" [15]0.6"

C€ & Erp rows {22 [ IP40 KO3
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[Applications: Offices/ Restaurants/ Hotels/ Shop

Features
Diameter 580mm 5 Years Guarantee
Modern, stylish and Innovative design Simple and convenient installation

Uniform light output
Up/Down Lighting Optional

Transparent Optional
White/Black/Silver finishing available

Durable with life span over 50,000 hours

Distribution Diagram

T ‘1p‘ TR

o

\
L \
E \
E \
g | < |

Power: 40W NW Power: 60W NW
Beam Angle: Up/Down  Beam Angle: Up/Down

Specifications
Part Number Power Color Lumens Beam
SL-PAN-40W-XW-R60-UD-TP 40w 3000K/4000K/5000K/5700K 4400 Transparent
SL-PAN-60W-XW-R60-UD-TP 60W 3000K/4000K/5000K/5700K 6600 Transparent

XW: WW 000K/ NW 4000K/ DW 5000K/ PW 5700K

Dimension
©580"15
0580*15
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R380

Round panel light R380 is designed with elegant appearance and versatile installation,
combines three kinds of installation by the intelligent arrangement of its accessories.
R380 creates extremely harmonies and uniform lights and provides an exciting effect.

‘ ,.

Applications: Offices/ R_&‘ﬁu a

Features

Power  18W/ 25W Input Voltage ~ 200-240V/AC Diameter 380mm _ _
Light Efficiency 100 Im/W Net Weight  2.12Kg Mo_dem, 'styllsh and Innovative design
Color Rendering Index >80 1P 1P40(front) Uniform light output

9 s Durable with life span over 50,000 hours
Power Factor ~ >0.90 1K 1K03 5 Years Guarantee
Rated Life 50,000 Hours Installation  Recessed/ Pendant Mounted/ Versatile installation, Recessed/ Suspension/ Surface Mounted
Beam Spread  120° Surface Mounted/ Box Surface Mounted Simple and convenient installation

Finishing Available ~ White/ Silver
Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Pure White 5700K
Distribution Diagram

Dimension (mm/inch)

Beam Angle: 120°

Specifications

Part Number Power Color Lumens Beam Dimension
Power Dimension A Dimension B CutOut SL-PAN-18W-XW-R40 18W 3000K/4000K/5700K 1800 120° 0380715 CutOut: @350
18W/25W [380] 14.9" [15]0.6" [350] 13.8" SL-PAN-25W-XW-R40 25W 3000K/4000K/5700K 2500 120° 0380715 CutOut: @350

XW: WW 3000K/ NW 4000K /PW 6700K

C€ & Erp rows (¢ [ P40 KO3
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RONDO RR

Rondo RR is recessed-mounted panel light luminaire that has a timeless
design and a rich list of features.With comprehensive sizes, 120lm/W
efficiency, lumen packages, mounting versatilities, and addible features in
the portfolio makes light planning task easy.It seemingly fit into most indoor
applications.

-
N
-3
A
Power  18W/ 20W/ 25W/ 30W Input Voltage ~ 220-240V/AC
UGR <22 Net Weight ~ 1.56- 2.95Kg
Light Efficiency 120 Im/Watt IP 1P40
Color Rendering Index >80 1K 1K03
Power Factor  >0.95 Installation ~ Recessed-mounted
Rated Life 50,000 Hours Finishing Available ~ White/ Sliver

Beam Spread  120°
Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Day White 5000K/ Pure White 5700K

Dimension (mm/inch)

D

Power Dimension A Dimension B
18W [350] 13.8" [10.5] 0.41"
20W [380] 156.0" [10.5] 0.41"
25W [480] 18.9" [10.5)0.41"
30W (580] 22.8" [10.5)0.41"

C€ Erp rons {2 S 1P40 KO3
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Features

1.Minimalist and timeless design, pure aluminum housing provides a clean and pleasant look embedded with
distinctive quality.

2.Innovative installation mechanism to facilitate fast and secure installation

3.Eye friendly homogeneous lighting surface supports either Opal or Prismatic diffusors for different light distribution

4.The new luminaire housing formation technology provides the possibility for size tailoring, this you do not see
often in the market

5.Robust and versatile for a wide range of applications, and a rich list of customizing options are there for you
to choose:Multi-lumen, Multi-CCT, Dali DT6, DT8, 0-10V, Occupancy Sensor, Emergency gear, Size tailoring,

IP54
Distribution Diagram @

e
Power: 18W NW
Beam Angle: 120

Specifications

Part Number Power Color Lumens Beam Dimension
SL-PAN-18W-XW-R350-R 18W '3000K/4000K/5000K/5700K 2000 120° 0350"10.5
SL-PAN-20W-XW-R380-R 20w '3000K/4000K/5000K/5700K 2400 120° ©380"10.5
SL-PAN-25W-XW-R480-R 25W 3000K/4000K/5000K/5700K 3000 120° 0480"10.5
SL-PAN-30W-XW-R580-R 30w 3000K/4000K/5000K/5700K 3600 120° 0580"10.5

XW: WW 3000K/ NW 4000K/ PW 6700K
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R25/R4/R6/R8/R30

Common Round downlight, basic but essential lighting fixtures which occupies the
biggest indoor lighting segments. Their compact sizes lead to high heat concentration,
and have by far the highest failure rate among all lighting fixtures.

Sheenly R-series flat downlight was specifically designed to overcome this issue, and
won over the years, numerous customers’ recognitions for the best heat management,
high reliability, homogenous lighting surface and excellent light quality and efficiency.

/ £ op/ Meeting Rooms
/
P W/ —
5 / Features
The highest PFC driver can be up to 0.99 Dimmable compatible with Dali
CRI>80, ErP compatible Lighting sensors and Motion sensors are optional
Ultra slim design Emergency battery pack last for 3 hours
Power ~ 06W/ 08W/ 15W/ 24W/ 30W Input Voltage ~ 200-240V/AC Different frame design and color are available 5 years guarantee
Light Efficiency ~ R2.5=70Im/W R4/R6=95Im/W Net Weight  0.28:0.1kg to 0.52+0.1kg Suitable for recessed installation
R8/R30=105Im/W 1P 1P44
Color Rendering Index >80 IK K03 Distribution Diagram
Power Factor  >0.95 Installation  Clip in s o o we
Rated Life 50,000 Hours Finishing Available  White |- B v B - |-
Beam Spread  120° A |5 100 | Y 200 .-
Color Temperature  Warm White 3000K/ Natural White 4000K/ Pure White 5700K ;: j:
© / |4 - °
Dimension (mm/inch) -/ Y] e 2 -/ - i
¥ Power: 06W NW Power: 08W NW Power: 15W NW Power: 25W NW
Beam Angle: 120° Beam Angle: 120° Beam Angle: 120° Beam Angle: 120°
A
Specifications
Power Dimension A Dimension B CutOut Part Number Power Color Lumens Beam Dimension
0BW (093] 036" 12]0.4" [070] 027" SL-PAN-06W-XW-R25 06W 3000K/4000K/5700K 450 120° 09312 CutOut: ©70
?Za gl 25 g%“ E g'j” 3125 gg Z” SL-PAN-0BW-XW-Ra 08W  3000K/4000K/5700K 760 120° 014512 Cutout; 0125
24w 0240 09.4" 121047 0220] 08.6" SL-PAN-15W-XW-R6 16W 3000K/4000K/5700K 1425 120° 0180*12 CutOut: @160
30W [0300] 011.8" 18]0.4" [0280] 011.0" SL-PAN-24W-XW-R8 24w 3000K/4000K/5700K 2520 120° 0240*12 CutOut: @220
SL-PAN-30W-XW-R30 30w '3000K/4000K/5700K 3150 120° ©300*12 CutOut: ©280
C€ &Ko Erp rows (2 [ 1P44 KO3 -
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DOWNLIGHT FAMILY

Applications: Offices/ Restaurants/ Hotels/ Shops/ School and Hospital/ Workshop/ Meeting Rooms

CADO “ @ @

- a
‘ . N
)

Part Number Power Color Lumens Beam Dimension(mm)
SL-DOW-12W-XW-C4 12w 3000K/4000K/5700K 1200 100° ©145"H60 CutOut: ©125~130
SL-DOW-15W-XW-C6 1B5W 3000K/4000K/5700K 1800 100° ©190*H60 CutOut: ©165~175
SL-DOW-20W-XW-C8 20W 3000K/4000K/5700K 2400 100° ©230"H72 CutOut: @200~215

C€ & Erp mows {2 S P44 K03
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- OO0
~,\77 L

AMBEO

Part Number Power Color Lumens Beam Dimension(mm)
SL-DOW-12W-XW-A4 12w 3000K/4000K/5700K 1200 70° ©1307H68 CutOut: 3110
SL-DOW-15W-XW-A6 15W 3000K/4000K/5700K 1800 70° 21856*H33 CutOut: @166
SL-DOW-20W-XW-A8 20W 3000K/4000K/5700K 2400 70° @220*H98 CutOut: @196

FOCUS 2

Part Number Power Color Lumens Beam Dimension(mm)

SL-DOW-7W-XW-F2 ™w 3000K/4000K/5700K 560 24°/38°/60° 085*H70CutOut: 075~80

ESSENCE

@0

Part Number Power Color Lumens Beam Dimension(mm)
SL-PAN-08W-XW-R4-E 8w 3000K/4000K/5700K 640 120° 015012 CutOut: ©130
SL-PAN-15W-XW-R6-E 18W 3000K/4000K/5700K 1850 120° ©175"12 CutOut: @153
SL-PAN-20W-XW-R8-E 20W 3000K/4000K/5700K 1800 120° 022512 CutOut: 0203
SL-PAN-24W-XW-R30-E 24W 3000K/4000K/5700K 2160 120° 030012 CutOut: 0278

W WW B000K/ NW PW 6700K
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CLA

The CLA is an elegantly designed luminaires that is flexible to be used in almost all
applications, corridor, staircase, hospital, hotel, office, and so on. The integrated optic
lenses provide excellent lighting uniformity, and maximum eye comfort. Indirect light
comes from the side and the back of the CLA increases light coverage, illumination on
the ceiling and wall enhances room space visually. The CLA comes in 3 sizes, optional
for single CCT, SCCT, and sensor and is avaliable for surface mounted, wall mounted,
and pendent mounted.

Power  18W/ 24W/ 30W Input Voltage ~ 200-240V/AC

Light Efficiency 120 Im/Watt Net Weight  0.5-1.0g

Color Rendering Index >80 1P 1P44

Power Factor  >0.95 IK K03

Rated Life 30,000 Hours Installation ~ Pendant mounted/ Surface mounted
Beam Spread 120" Finishing Available ~ White

Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Day White 5000K/ Pure White 5700K

Dimension (mm/inch)

@AE&IB

Power Dimension A Dimension B
18W [0330] 012.9" [71]2.7"
24W [0370] 014.6" [78]3.0"
30W [0450] 017.7" 82]3.2"

C€ Erp RoHs @ )g IP44 1K03
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Features

1.Excellent light homogenous and maximum eye comfort

2.1P44 for ceiling and wall mounted

3.SCCT & Microwave sensor for options

4.Easy & flexible installation, available for ceiling, wall mounted and pendent
5.High efficiency up to 120Im/w

Distribution Diagram

w5

Power: 30W NW
Beam Angle: 120°

Specifications

Part Number Power Color Lumens
SL-PAN-18W-XW-PA 18W 3000K/4000K/5000K/5700K 2160
SL-PAN-24W-XW-PA 24W 3000K/4000K/5000K/5700K 2880
SL-PAN-30W-XW-PA 30w 3000K/4000K/5000K/5700K 3600

XW: WW 000K/ NW 4000K/ DW 5000K /PW 5700K

Applications: Restaurants/ Offices/ Residential/ Theatres/ Shopping malls

®

Beam
120°
120°
120°

Dimension
©330 *H71
0370 *H78
450 *H82
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JADE

Sheenly's Transparent Light Jade Round is a revolutionary product, which is developed
for ceiling lighting. This product has a built-in driver, and stylish appearance with
innovative design. Different color of cover makes it easy to adapt to different interior
design themes.

//‘\

Variety of color cover is optional, Color of cover can be changed individually

Power  12W/ 18W/ 24W Input Voltage ~ 200-240V/AC

UGR <22 Net Weight  1.05 - 1.25Kg
Light Efficiency 115 Im/Watt 1P 1P20
Color Rendering Index >80 IK K03

Installation ~ Pendant Mounted/ Wall Mounted
Finishing Available ~ White

Power Factor ~ >0.95
Rated Life 50,000 Hours
Beam Spread Transparent
Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Day White 5000K/ Pure White 5700K

Dimension (mm/inch)

(
—.-—i

Power Dimension A Dimension B Dimension C
12W [0290] 011.4" [0163] 06.42" [42] 1.65"
18W [0370] 014.6" [0212] 08.35" [46)1.81"
24W [0420] 016.5" [0212] ©08.35" [46] 1.81"

C€ Erp rows {= F P20 IKO3
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Features

Ultra modern, stylish and Innovative design

Energy efficient, 115Im/W
No UV or IR emissions

Variety of color cover is optional,
color of cover can be changed individually

Distributio

) =

oo —
Power: 18W NW
Beam Angle: Up/Down

_/
Power: 12W NW
Beam Angle: Up/Down

Specifications
Part Number

SL-PAN-12W-XW-JD
SL-PAN-18W-XW-JD
SL-PAN-24W-XW-JD
SL-PAN-12W-XW-JD-D
SL-PAN-18W-XW-JD-D
SL-PAN-24W-XW-JD-D
SL-PAN-12W-XW-JD-OC
SL-PAN-18W-XW-JD-OC
SL-PAN-24W-XW-JD-OC

XW: WW 000K/ NW 4000K/ DW 5000K /PW 5700K

n Diagram

200

Power
12w
18W
24W
12w
18W
24W
12W
18W
24W

Very simple and convenient installation

Environmentally friendly — fully recyclable,

no mercury or other hazardous materials @
Durable with life span over 50,000 hours

e
Power: 24W NW
Beam Angle: Up/Down

Color
3000K/4000K/5000K/5700K
3000K/4000K/5000K/5700K
3000K/4000K/5000K/5700K
3000K/4000K/5000K/5700K
3000K/4000K/5000K/5700K
3000K/4000K/5000K/5700K
3000K/4000K/5000K/5700K
3000K/4000K/5000K/5700K
3000K/4000K/5000K/5700K

Lumens
1380
2070
2760
1380
2070
2760
1380
2070
2760

Beam
Transparent
Transparent
Transparent
Transparent
Transparent
Transparent
Transparent
Transparent
Transparent

Dimension
029042
©870"46
0420*46
029042
©370"46
042046
029042
0370*46
042046
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JADE SQUARE

Sheenly's Transparent Light Jade Square is a revolutionary product, which is
developed for ceiling lighting. This product has a built-in driver, and stylish appearance
with innovative design. Different color of cover makes it easy to adapt to different

interior design themes.

Variety of color cover is optional, Color of cover can be changed individually

Power  12W/ 18W/ 24W Input Voltage ~ 200-240V/AC

UGR <22 Net Weight  1.05 - 1.25Kg

Light Efficiency ~ 115 Im/Watt 1P 1P20

Color Rendering Index >80 IK K03

Power Factor  >0.95 Installation ~ Pendant Mounted/ Wall Mounted
Rated Life 50,000 Hours Finishing Available ~ White

Beam Spread  Transparent
Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Day White 5000K/ Pure White 5700K

Dimension (mm/inch)

o
—a—— "

Power Dimension A Dimension B Dimension C
12w [290] 11.4" [0163] 06.42" [42]1.65"
18W [350] 13.8" [0212] 08.35" [46)1.81"
24w [390] 15.4" [0212] 08.35" [46)1.81"

C€ Erp rows {2 [ I1P20 IKO3
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Features

Ultra modern, stylish and Innovative design Environmentally friendly — fully recyclable,

Energy efficient, 115Im/W no mercury or other hazardous materials

No UV or IR emissions Very simple and convenient installation @
Variety of color cover is optional, Durable with life span over 50,000 hours

color of cover can be changed individually
Distribution Diagram
= ( YV ©

|

ol A Ve, DR O VA T
Power: 12W NW Power: 18W NW Power: 24W NW
Beam Angle: Up/Down  Beam Angle: Up/Down  Beam Angle: Up/Down

Specifications

Part Number Power Color Lumens Beam Dimension
SL-PAN-12W-XW-JS 12w 3000K/4000K/5000K/5700K 1380 Transparent 290729042
SL-PAN-18W-XW-JS 18W 3000K/4000K/5000K/5700K 2070 Transparent 350"350"46
SL-PAN-24W-XW-JS 24W 3000K/4000K/5000K/5700K 2760 Transparent 390"390%46
SL-PAN-12W-XW-JS-D 12W 3000K/4000K/5000K/5700K 1380 Transparent 29029042
SL-PAN-18W-XW-JS-D 18W 3000K/4000K/5000K/5700K 2070 Transparent 350"350"46
SL-PAN-24W-XW-JS-D 24W 3000K/4000K/5000K/5700K 2760 Transparent 390390"46
SL-PAN-12W-XW-JS-OC 12W 3000K/4000K/5000K/5700K 1380 Transparent 290729042
SL-PAN-18W-XW-JS-OC 18W 3000K/4000K/5000K/5700K 2070 Transparent 350735046
SL-PAN-24W-XW-JS-OC 24W 3000K/4000K/5000K/5700K 2760 Transparent 390"390*46

XW: WW 000K/ NW 4000K/ DW 5000K /PW 5700K
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OFFICE & ADMINISTRATIVE LIGHTING APPLICATION

JADE II

Sheenly's Transparent Light Jade Round is a revolutionary product, which is developed
for ceiling lighting. This product has a built-in driver, and stylish appearance with
innovative design.

Power  15W/ 20W/ 25W Input Voltage ~ 200-240V/AC

Light Efficiency ~ 125Im/W Net Weight ~ 1.05 - 1.25Kg

Color Rendering Index >80 1P 1P20

Power Factor  >0.95 IK  1K03

Rated Life 50,000 Hours Installation ~ Pendant Mounted/ Wall Mounted

Beam Spread  Transparent Finishing Available ~ White
Color Temperature  Warm White 3000K/ Natural White 4000K/ Pure White 5700K

Dimension (mm/inch)

|

Power Dimension A Dimension B Dimension C
15W [0290] O11.4" [0165] 06.5" [43] 1.69"
20W [0370] 014.6" [0165] 06.5" [43]1.69""
25W [0420] 016.5" [0165] 065" [43] 1.69""

C€ Erp rows {2 [ I1P20 IKO3
107 SHEENLY”

OFFICE & ADMINISTRATIVE LIGHTING APPLICATION

: Restaurants/ Offices/ Residential/ Theatres/ Shopping malls

Features

. Increased light flux levels to meet more commercial and residential lighting needs while providing decorative
lighting effects.

. More energy efficient, system light efficiency upto 125Im/W.

. A new edge design of the luminous surface, gives a softer lighting.

. More functional options, eg. 2CCT switchable, Triac/0-10V/Dali dimmable, Smart sensors,
Bluetooth wireless control.

. Supports multiple installation methods, surface mount/recessed/suspension.

N N

o

Distribution Diagram

Power: 15W NW
Beam Angle: Up/Down

Specifications

Part Number Power Color Lumens Beam Dimension
SL-PAN-15W-XW-JD 18W 3000K/4000K/5700K 1850 Transparent 029043
SL-PAN-20W-XW-JD 20W 3000K/4000K/5700K 2500 Transparent 0370%43
SL-PAN-25W-XW-JD 25W 3000K/4000K/5700K 3100 Transparent 0420%43

XW: WW B000K/ NW 4000K/ PW 5700K
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OFFICE & ADMINISTRATIVE LIGHTING APPLICATION

XLINE I

Modern and elegant looking linear light fixture, made of extruded aluminum with
smooth surface treatment. Brings out the beauty of any space with a unifying
aesthetic, anti-glare soft light makes an ideal light distribution for office lighting.

Power  20W/ 30W Input Voltage ~ 220-240V/AC

Light Efficiency 100 Im/Watt(UGR 85 Im/watt) Net Weight  1.3/1.6Kg

Color Rendering Index >80 IP 1P40

Power Factor  >0.9 1K 1K04

Rated Life 50,000 Hours UGR <19

Beam Spread  120°/90° UGR Installation ~ Suspension/ Surface Mounted

Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Pure White 5700K

Dimension (mm/inch)

c

i
e
Power Dimension A Dimension B Dimension C
20W [1150] 45.3" [63]2.1" [67]2.6"
30W [1450] 57.1" [63]2.1" [67]2.6"

C€ Erp RoHs {t :E IP40 K04
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OFFICE & ADMINISTRATIVE LIGHTING APPLICATION

ications: Offices/ Warehouses/ Workshops/ Shops/ Schools/ Supermarkets

Features

Up to 100 Im/watt (UGR 85 Im/watt) Modern, stylish, excellent surface treatment
Built-In Driver Durable with life span over 50,000 hours
UGR<19, ideal light distribution for Office Lighting 5 Years Guarantee

Super fast installation, suspended or surface mounted
Connectable. Fast installation, suspended or surface mounted

Distribution Diagram

I 30
e L2 )
%0
) R
o o
Power: 20W NW Power: 20W NW
Beam Angle: 120° Beam Angle: 90°
Specifications
Part Number Power Color Lumens Beam Dimension
SL-XLN-20W-XW-N4-U 20W 3000K/4000K/5000K/5700K 1700 90° 11506753
SL-XLN-20W-XW-N4 20w 3000K/4000K/5000K/5700K 2000 120° 11506753
SL-XLN-30W-XW-N5-U 30w 3000K/4000K/5000K/5700K 2550 90° 14506753
SL-XLN-30W-XW-N5 30w 3000K/4000K/5000K/5700K 3000 120° 145067538

XW: WW 000K/ NW 4000K/ DW 5000K/ PW 5700K
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OFFICE & ADMINISTRATIVE LIGHTING APPLICATION

WEGA

A wider form of the prevalent LED linear lighting fixture. Wega is a very modern,
and nice looking fixture made of extruded aluminum with smooth surface
treatment, wide illuminating surface enhances visual comfort, and is able to
produce more amount of light for a given length.

Power  30W/ 40W/ 50W Input Voltage ~ 220-240V/AC

Light Efficiency 120 Im/Watt(UGR 90 Im/watt) Net Weight 1.9/ 2.3Kg

Color Rendering Index >80 IP 1P40

Power Factor ~ >0.9 IK K04

Rated Life 50,000 Hours UGR <19

Beam Spread  120°/90° UGR Installation ~ Suspension/ Surface Mounted

Color Temperature ~ Warm White 3000K/ Natural White 4000K/ Pure White 5700K

Dimension (mm/inch)

Power Dimension A Dimension B Dimension C
30W/40W [1150] 45.3" [100] 3.9" (58] 2.3"
40W/50W [1450] 57.1" [100] 3.9" (58 2.3"

C€ Erp rows (= [ IP40 1KO4
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OFFICE & ADMINISTRATIVE LIGHTING APPLICATION

Applications: Offices/ Warehouses/ Workshops/ Shops/ Schools/ Supermarkets/ I\TI?éM Rooms

Features

Up to 120 Im/watt (UGR 90 Im/watt) Modern, stylish, excellent surface treatment
Built-In Driver Durable with life span over 50,000 hours
UGR<19, ideal light distribution for Office Lighting 5 Years Guarantee

Super fast installation, suspended or surface mounted
Connectable. Fast installation, suspended or surface mounted

Distribution Diagram

w5 w5

W w o w o
Power: 40W NW Power: 30W NW
Beam Angle: 120° Beam Angle: 90°

Specifications

Part Number Power Color Lumens Beam Dimension
SL-XLN-30W-XW-M4 30w 3000K/4000K/5000K/5700K 2700 90° 115085100
SL-XLN-40W-XW-M4 40W 3000K/4000K/5000K/5700K 4800 120° 1150*85100
SL-XLN-40W-XW-M5 40W 3000K/4000K/5000K/5700K 3600 90° 145085100
SL-XLN-50W-XW-M5 50w 3000K/4000K/5000K/5700K 6000 120° 145085100

XW: WW 3000K/ NW 4000K/ DW 5000K/ PW 5700K
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DIMENSION

PART NUMBER
orovon |

o———1 NGEE L BAY-80H-XW-ON 8OW 10400 90°
SLBAY-1G0W-XW-ALS BOW/100W 13600717000 60°/ 04001122 SLBACT20WXW.CN - 120W 15600 s 0410289
st woomm @ pom
SL-BAY-T60W-XW-Al Power Adusable ~ Lumen Adusiable  120° 0400122 : o !
N [win Pl
SLBAYGOW-XW-CM  eowaawzsw re0ussaonoomm 75° 031004272
r— e a0 e e
S o o . SLBAY-BOW-XW-CT iz Tanmasaniin 75° 03101272
A B T
o2 s 0001350/ o0 SLTRL20W-XWEN 00 2600 120°
COUTOIS RISt 1SN0 SLTRL-AOW-XWEN o0 5200 120°
oM NS AT T Sl 20010850 1501380 SLTRLSONXWEN  50W 6500 1200
. RIPO MIN|INTERCONNE
SLBA-AONXWAN.  4OW 5800 60°/90°N120° g248 SR e 2 I
SLBAVBOWXW-AN2  BOW 8700 60°/90°/120° gpagrag  SUTRLCAOWXWENLK oW 5200 -
SLBAV-SOWXW-ANZ  BOW 11600 60°/90°7120° gosgriag  SUTALSOWXWENLK  SOW 6500 120
SLBAV-100WW-ANZ  100W 14500 60°/90°7120° 0360153
SLBAV-1GOWW-ANZ  160W 23200  60°/00°7120° 0360165 SLTRL-20W-XW-AK W 2600 120°
SLBAY200WXW-ANZ  200W 29000  60°/00°7120° 0405178 SLTAL-AON-XW-AK o 500 o yededds
SLBAY230WOWANZ  230W 33350 60°/00°7120° 0405178 SLTALSON-XW-AK S a0 o bsdedds
SLBAY-260WW-ANZ  260W 37700  60°/90°/120° Q405178 SLTAL2OWAWAKLK  20W 2600 1200 6077
SL-TRL-40 KK 40w 5200 1200 1210'60°77
H ER SL-TRL-50W-XW-AK-LK  50W 6500 120° 1510°60°77
SLBA-100WXWHT 100 15000 120° 0480°390'76
SLBAY-IGOW-XW-HT  160W 24000 120° 052042876
SLTRL-AOW-XW-A4 AW 500 120° 123077°66
mi SLTRL50W-XW-A5 50N 6500 120° 153077°66
SL-BAY-100W-3- 100W 14500 60%00°/120° 0260137
SLBAV-ISOWOWEN  150W 21750 60°/90°/120° 0260137 WD
‘SL-BAY-200W-XW-EN 200W 29000 60°/90°/120° @300°147 SLTRL-ADW-XW-A4CN - 0w 4800 120° 1260°77°66
SLTRL50! N OSOW 6000 120° 1560°77°66
[ Pl e =
e R S SO SLTALAOWXWAGLK AW 5200 30°760°90°120° 115070°75
T A St ooy SUTLOMXWAGLK  SOW G500 30°760%90°%120° 14507075
SLTRLBOWXWA4LK __60W___ 7800 30°/60%90°120° 14507075
' )
SL-BAY-60W-XW-EM 6ow 7800 120 023097 g TRLAOW-XW-A4-T  20-40W  3000-6000 140° 1180°086'9%6
SL-BAY-BOW-XW-EM 80w 10400 120 023097 g TRL5OW-XW-A4T 3050 4500-7500 140° 1480°086°%6
SLBAY-100WXWEM  100W 13000 120° 023097
SLTRLAOWXWA4TR 20400 2700 - 5400 1400 1180°086'%6
SLBAV-G0W-XW-MD2  160W 30400 150° (60°/90%) SL-TRL-50W-XW-AS-TR  30-50W 4050 - 6750 140° 1480°086°96
SLBAY-1EOWOWMO2D 160W 30400 150° 60°/90°)
SLBAY-240WXWMO3  240W 45600 150°(60°/90%)  553'500°104
SLBAV-240WXWMO3D 240W 45600 150°(60%/90%)  553'00+104  SLBAY-BOWXW-LE sowe o ey
SLBAY-320WXWMO4  320W 60800 150°(60%/90%)  910'500'104  SLBATIOOWXWLE 120w 15600 90 0410°289
SLBAY-4B0W-XW-MDS  480W 91200 150°(60°/90°)  910'500°104  SLBAY-BOWXW-HL 0w 12800 i 410289
SLBAY-100WXWHL 120 19200 0° 0410289
SOASOMAI SH 15200 150° 60790 sorrpaz70  IMRSHEEN —
[EETET— ° 60°/90°) o = : §
SL-BAY-80W-XW-LFOTD  80W 16200 150°(60°/90°)  461°232°70 gﬂgtim;x :xg fgx fggg gg wggg‘ea‘/a
SLBAY-16OWOWAF02  160W 30400 150°(60°/90°)  829'232°70 o . e
SLBA-IGOW-GH-LFO2D 16OW 30400  150° (07007 Gogegpryo  SUTRLSOWWWR  SOW 6000 - e
SLBAY32OWXWAFO4 320 60800 150° 60%/90%)  B29'391°70
SLBAY-1GOWXWECR2 160W 30400  150°(G0%/90°  813160°111
SLBAY-160WW-BCR2-D 160W 30400 150°(60°/90%)  813160°111
SL-BAY-240WXW-BCR3  240W 45600  150° (60°/90°) SLPAN-T8W-XW-R350 aw 2200 1o 0350°43
SL-BAY-240W-XW-BCR3-D  240W 45600 150° (60°/90°) ‘SL-PAN-20W-XW-R380 20W 2400 120° 038043
SLBAY-20WWBCRE 320 60800 150° (60°/S0°) SLPANZSWXWRAED  25W 3000 120° 048043
SL-BAY-480W-XW-BCRE  480W 91200 150° (60°/90°) ‘SL-PAN-30W-XW-R580 20w 3600 120° 0580°43
SLPAN R 2w 2200 120° 035043
SLPAN-24WXW-R3B0S  24W 2400 120° 038043
SLBAC-120WXWTF 1200 15000 31g33074  SLPANBOWXWRIBDS  30W 3000 120° 048043
v oon o izaa7a  SLPAN3SWXWRSEOS  35W 3500 120 058043
[ouaoro
L SL-PAN-18 1 o —
SL-BAY-80W-XW-LN 80w 10000 120° S020E o s o oo o [
SLBATI0OWXWAN  100W 12000 120° S60270°65 o pa 260950 W 3000 120° 10549543
SLBAV-120WOWAN  120W 14500 120° 6027065 g pa 30W-W-560 S e e .
SLBAY-100WWANH  100W 12000 120° 56027065 o paaswaWSH2 W 4200 s P
SLBACTSOWSWNH 1500 16500 120° CU2065 o owwsals AW 4800 s P
SLBAY200WXWANH 200 24000 120° 0027065 o pavoowaWS0S oW 2200 s ot
SL-PAN-24V1-XW-540 240 2400 120° 395°395°43
SLPAN3OWXWSS0S  30W 2000 120° 49549543
SLPAN-35WXW-S60S  35W 3500 120° 595°595°43
. SLPAN4OWXW-S3125  4OW 4000 120° 205119543
113 SHEENLY SL-PAN-50W-XW-8315-  50M 5000 120° 295'1495°43

PART NUMBER

[sro ]
SL-PAN-35W-XW-BR B/ 4300 90°/120° 67567530 SLPAN-35WXW-RSE0P  35W 4000 120° 058020
SLPAN-ASWXW-BR3T2  45W 5600 90°/120° 308°1245°30 SLPAN4OWXW-REB0P  4OW 4800 120° 0680°20
SLPAN-ASWXW-BR3TS  45W 5600 90°/120° 308'1495'30 SLPANSOWXWRZBOP  50W 6000 120° 078020
o — SL-PAN-AOWXWRSBO-PS  4OW 4000 120° 0580°20
SL-PAN 35W-XW-LEN W 350 1200 SLPAN.SOWXW-REB0PS  50W 5000 120° 068020
SLPAN-20WXW-UER BW a0 120° SLPANSSWXW-RTB0PS  55W 6000 120° 0780°20
s m s SL-PAN-35W-XW-REB0-P-UD  35W 4000 50%Up 50%Down 0580°20
SLPANGWIWARRS W 4200 1200 SL-PAN-4OW-XW-REBO-P-UD  4OW 4800 50%Up 50%Down 068020
SLPAN 50W 6000 50%Up 50%Down 078020
SL-PAN-4OW-XW-RSB0-PS.UD 40W 4000 50%Up 50%Down 0580°20
SLPANGSWXW-AN-S  35W  3800-4200  90°/120° SL-PAN-50W-XW-REB0-PS-UD 50W 5000  50%Up 50%Down 0680°20
SLPANAQWXI-ANS 40w 90°/120° SL-PANSSW-XW-R7B0-PS-UD 55W 6000 50%Up 50%Down 0780°20
SLPAN-3SWXWSS 35w 90°/120° frtons]
SLPANADI LSS o S SL-PAN-40V-XW-R60 400 4000 120° 058015
SLPAADIIEORE Ao S SL-PAN-6OW-XW-R60 60W 6000 120° 058015
SLPANAOWXW-ENS 40w 90°/120°
SLPAN-GSWXW-ENS 65w 90°/120°
I SLPAN-AOWXW-REO-UD-TP 40W 4400 Tansparent 058015
SL-PAN-28W-XW-AN 280 3400-3800  90°7120° SL-PAN-GOWXW-REO-UD-TP 60W 6600 Tansparent 858015
SLPAN-Z5WXI-AN W 42004700 90°/120° mE
SLPAN-28U-KI-LS 280 3400-3800  90°/120° 622'62210 i . B
TAEME M I DR EER LN m o @ e
SLPAN-35WXW-BN W 4200-4700  90°/120° 295119510
VN D] [ronooRR ]
SLPAN-35W-XW-LN-S 3W  3800~4200  120° 505'59512.5 SLPAN-TBW-XW-RI50R  18W 2200 120° #35010.5
SLPAN-35W-XW-LY-S 35W  3800~4200 120° 602'622'125 SL-PAN-20W-XW-RI80-R 20 2400 120 038010.5
SL-PAN-35W-XW-B5-5 35W  3800-4200  120° 2051195125 SLPAN-25WXW-RABOR  25W 3000 120 0480105
SL-PAN-ASW-XW-BY-S. 450 4900-5400  120° 5051195125 SLPAN-30WXW-RSBOR 30w 3600 120° 0580105
SLPAN-Z5W-KI-LN B A200-4700 1207 595°595"125
SL-PAN-35W-XW-LY 3B 4200-4700  120° 622'622125 [F2eramcRers ]
SLPAN-35WXW-BS W 4200-4700  120° 2951195125 SL-PAN-OBW-XW-R25 06w 450 120° 09312 Culut 075
SL-PAN-OBW-XW-R4 0w 640 120° 014512 QUL 0125
SL-PAN-2W-XW-BN %W 3100-3540 75°%50°30° 59595215 itm ;jm ﬁx Qg ;jx ;Sgg gg g;igl; Sﬂgﬂ g;gg
SL-PAN-26W-XW-CN 26W  3100-3640 75°B0°30° 620620215 oL PAN-25H y . .
SLPAN-26WXW-DN 26W  3100-3640 75°60°30°  295'1195°215 e - e e e
Loa0e o
ST [ . [ SLPAVI2WXWAD 12w 1380 Transparent 029042
SLPAN-30W.XW-CB W 400 750 020620215 SLPAN-IBWXW-D  T8W 2070 Transparent 037046
L PAN-30W.XW.GC W 400 750 2061165213 SLPAN2AWXWD  24W 2760 Transparent 042046
o T e S SLPAN-IZWXW-D-D  12W 1380 Transparent 029042
SLPAN-IEWXW-DD  18W 2070 Transparent 037046
SLPAN-2AWXW-DD  24W 2760 Transparent 042046
SLPAN3SWXW-CNWP  35W  4200-4700  120° 505°505° 14 SLPAN-IZWXW-DOC 120 1380 Transparent 020042
SLPAN-GSWXW-DNWP  35W  4200-4700  120° 622'622°14 SLPAN-IEWXW-DOC  18W 2070 Transparent 037046
SLPAN2AWXW-DOC  24W 2760 Transparent 0420'46
SLPANBSWXW-ENS  35W  4200-4700  120° 50550528 e —
SLPAN-GSWXW-BN2-S  35W  4200-4700  120° 620'620°28 SLPANAWW-S 12w 1380 Transparent 290"
SL-PAN-35W-XW-CN-S 3BW  4200~4700 120° 295119528 %L'Pf«N TBWW-JS 18W 2071 Transparent 350'350°46
SLPANAOWIWONS  d0W  4700.5400  120° So5119528 SLPAN2AWXW-S 24w 2760 Transparent 39039046
SLPAN-IZWXW-SSD 12w 1380 Transparent 290°290°42
s} SLPAN-IBWXW-SSD  18W 2070 Transparent 350°350°46
SL-PAN-40W-BIW-AN2 400 4000-4400  120° 505'69510 SLPAN-2AWXW-SSD  24W 2760 Transparent 390°390°46
SLPAN-40W-BW-LS2 AOW 4000-4400  120° 62262210 SLPAN-IZWXW-SOC 120 1380 Transparent 290°290°42
= SLPAN-IBWXW-SSOC  18W 2070 Transparent 35035046
e e e e o SLPAN-2AWXW-SS0C  24W 2760 Transparent 390°390°46
SLPAN-AOWXW-SMI2TP  40W 4600 Transparent 195'1195°20 I ——
SLPANADWXW-SMIS  4OW 4000 90°/120° 195°1496°20 e - Tonsparent P
SLPANAOWXW-SMISTP  4OW 4600 Transparent 195°1495°20 oo o e 837016
. S o paren 7
SLPANGOWXW-SMIS  60W 6000 90°/120 195'1795°20 s o s Tensparent 442026
SLPAN-GOWXW-SMIBTP 60W 6900 Transparent 195'1795°20
SLPANAOWXW-SMB12  4OW 4000 90°/120° 295119520 T —— EE
SLPAN-AQWXW-SM312TP 40W 4600 Transparent 295119520 . . o
SLPANAOWXW-SM315  4OW 4000 90°/120° 295149520 3 im jga :x m“ gg“ ;O’gg qum ﬂjggfsg
SLPANAOWXW-SMBISTP 40W 4600 Transparent 295'1495°20 T T i e
SLPANGOWXW-SM318  BOW 6000 90°/120° 295'1795°20 T I o e
SLPAN-GOWXW-SM318TP 60W 6900 Transparent 205179520
SLXLNOWHWMA  30W 2700 0° 1150'85°100
SLXLNAOW WA 4OW 4800 120° 1150'85°100
*Tolerance of Power and Lumen output +10% accordng to [EC/DLC standards.  SLXUN-AOW-XW-M5 — 40W 3600 o0° 1450°85°100
* Al he defaultlumen datais based on 4000K, for 3000K lumen vill be around 10% lower,  SLXUNSOWXMS __ SOW 6000 1 L0en
* Al the lumen output of Lotus with 60°/90°Lens and Reflector system will be around 10% loer, [N Y S - E— -~ E— - E——
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